
STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS AND MINING

  
APPLICATION FOR PERMIT TO DRILL 1. WELL NAME and NUMBER

Utah 16-527D 

2. TYPE OF WORK

DRILL NEW WELL     REENTER P&A WELL     DEEPEN WELL  
3. FIELD OR WILDCAT

DRUNKARDS WASH  

4. TYPE OF WELL
Gas Well             Coalbed Methane Well: YES 

5. UNIT or COMMUNITIZATION AGREEMENT NAME
DRUNKARDS WASH  

6. NAME OF OPERATOR
CONOCOPHILLIPS COMPANY 

7. OPERATOR PHONE
432 688-6943 

8. ADDRESS OF OPERATOR
P.O. Box 51810, Midland, TX, 79710 

9. OPERATOR E-MAIL
Donna.J.Williams@conocophillips.com 

10. MINERAL LEASE NUMBER
(FEDERAL, INDIAN, OR STATE)

ML 46105 

11. MINERAL OWNERSHIP

FEDERAL    INDIAN    STATE    FEE  
12. SURFACE OWNERSHIP

FEDERAL    INDIAN    STATE    FEE  

13. NAME OF SURFACE OWNER (if box 12 = 'fee')
Plateau Mining Corporation  

14. SURFACE OWNER PHONE (if box 12 = 'fee')
 

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee')
 

16. SURFACE OWNER E-MAIL (if box 12 = 'fee')
 

17. INDIAN ALLOTTEE OR TRIBE NAME
(if box 12 = 'INDIAN')

 

18. INTEND TO COMMINGLE PRODUCTION FROM
MULTIPLE FORMATIONS

YES  (Submit Commingling Application)    NO  

19. SLANT
  

VERTICAL   DIRECTIONAL   HORIZONTAL  

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN

LOCATION AT SURFACE 160 FSL   231 FEL SESE 9 15.0 S 8.0 E S 

Top of Uppermost Producing Zone 1145 FNL   701 FEL SENE 9 15.0 S 8.0 E S 

At Total Depth 1325 FNL   1295 FEL SENE 16 15.0 S 8.0 E S 

21. COUNTY
CARBON  

22. DISTANCE TO NEAREST LEASE LINE (Feet)
5280 

23. NUMBER OF ACRES IN DRILLING UNIT
160 

 
 

25. DISTANCE TO NEAREST WELL IN SAME POOL
(Applied For Drilling or Completed)

2000 

26. PROPOSED DEPTH
MD: 5244     TVD: 4802 

27. ELEVATION - GROUND LEVEL

7676 

28. BOND NUMBER

6196922 

29. SOURCE OF DRILLING WATER /
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

Price River Water Improvement District  

ATTACHMENTS
 

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES
 

 WELL PLAT OR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER  COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT (IF FEE SURFACE) FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLY OR HORIZONTALLY

DRILLED)

TOPOGRAPHICAL MAP

NAME Donna Williams TITLE Sr. Regulatory Specialist PHONE 432 688-6943 

SIGNATURE DATE 06/29/2010 EMAIL donna.j.williams@conocophillips.com 

API NUMBER ASSIGNED

    43007500320000

    
Permit Manager 

APPROVAL

FORM 3

AMENDED REPORT

API Well No: 43007500320000     Received: 6/29/2010API Well No: 43007500320000 Received: 6/29/2010

EORM 3
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES AMENDED REPORT
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR PERMIT TO DRILL 1. WELL NAME and NUUMh 6R-527D

2. TYPE OF WORK 3. FIELD OR WILDCAT
DRILL NEW WELL REENTER P&A WELL DEEPEN WELL DRUNKARDS WASH

4. TYPE OF WELL 5. UNIT or COMMUNITIZATION AGREEMENT NAME
Gas Well Coalbed Methane Well: YES DRUNKARDS WASH

6. NAME OF OPERATOR 7. OPERATOR PHONE
CONOCOPHILLIPS COMPANY 432 688-6943

8. ADDRESS OF OPERATOR 9. OPERATOR E-MAIL
P.O. Box 51810, Midland, TX, 79710 Donna.J.Williams@conocophillips.com

10. MINERAL LEASE NUMBER 11. MINERAL OWNERSHIP 12. SURFACE OWNERSHIP
(FEDERAL, INDIAN, ORMSL 61E05

FEDERAL INDIAN STATE FEE FEDERAL INDIAN STATE I FEE I

13. NAME OF SURFACE OWNER (if box 12 = 'fee') 14. SURFACE OWNER PHONE (if box 12 = 'fee')
Plateau Mining Corporation

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee') 16. SURFACE OWNER E-MAIL (if box 12 = 'fee')

17. INDIAN ALLOTTEE OR TRIBE NAME 18. INTEND TO COMMINGLE PRODUCTION FROM 19. SLANT

(if box 12 = 'INDIAN')
MULTIPLE FORMATIONS

YES I (Submit Commingling Application) NO I VERTICALI DIRECTIONAL I HORIZONTAL

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN

LOCATION AT SURFACE 160 FSL 231 FEL SESE 9 15.0 S 8.0 E S

Top of Uppermost Producing Zone 1145 FNL 701 FEL SENE 9 15.0 S 8.0 E S

At Total Depth 1325 FNL 1295 FEL SENE 16 15.0 S 8.0 E S

21. COUNTY 22. DISTANCE TO NEAREST LEASE LINE (Feet) 23. NUMBER OF ACRES IN DRILLING UNIT
CARBON 5280 160

25. DISTANCE TO NEAREST WELL IN SAME POOL 26. PROPOSED DEPTH
(Applied For Drilling or Completed) MD: 5244 TVD: 48022000

27. ELEVATION - GROUND LEVEL 28. BOND NUMBER 29. SOURCE OF DRILLING WATER /
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

7676 6196922 Price River Water Improvement District

ATTACHMENTS

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES

WELL PLAT OR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT (IF FEE SURFACE) FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLY OR HORIZONTALLY TOPOGRAPHICAL MAP

DRILLED)

NAME Donna Williams TITLE Sr. Regulatory Specialist PHONE 432 688-6943

SIGNATURE DATE 06/29/2010 EMAIL donna.j.williams@conocophillips.com

API NUMBER ASSIGNED APPROVAL

43007500320000

Permit



Proposed Hole, Casing, and Cement

String Hole Size Casing Size Top (MD) Bottom (MD)   

Surf 12.25 9.625 0 450   

Pipe Grade Length Weight    

 Grade J-55 ST&C 450 36.0    

       

API Well No: 43007500320000     Received: 6/29/2010API Well No: 43007500320000 Received: 6/29/2010

Proposed Hole, Casing, and Cement

String Hole Size Casing Size Top (MD) Bottom (MD)

Surf 12.25 9.625 0 450

Pipe Grade Length Weight

Grade J-55 ST&C 450



Proposed Hole, Casing, and Cement

String Hole Size Casing Size Top (MD) Bottom (MD)   

Prod 8.5 5.5 0 5244   

Pipe Grade Length Weight    

 Grade M-80 LT&C 5244 17.0    

       

API Well No: 43007500320000     Received: 6/29/2010API Well No: 43007500320000 Received: 6/29/2010

Proposed Hole, Casing, and Cement

String Hole Size Casing Size Top (MD) Bottom (MD)

Prod 8.5 5.5 0 5244

Pipe Grade Length Weight

Grade M-80 LT&C 5244
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DRILLING PROGRAM - Revised June 8, 2010

ConocoPhillips Company
Utah 16-527D
Surface Location: 161' FSL & 231' FEL of Sec. 9-15S-8EJSE/SE)
Target / BH Location: 1325' FNL & 1295' FEL of Sec. 16-15S-8E (SE/NE)
Carbon County, Utah

All operations will be conducted in such a manner that full compliance is made with
applicable laws, regulations, (43 CFR 3160), Onshore Oil and Gas Orders, the
approved plan of operations and conditions of approval. The operator is fully
responsible for the actions of his subcontractors. A copy of this application and
conditions of approval will be furnished to the field representative to ensure compliance.

A. Drilling Program:

1. Surface Formation and Estimated Formation Tops:

Surface formation: Upper Mancos Shale
Estimated Top of Ferron Formation: 4174' TVD

2. Estimated Depths at Which Oil, Gas, Water, or Other Mineral Bearinq Zones are
Expected to be encountered:

Formation Depth
Expected Oil Zones: None
Expected Gas Zones: 4174'-4380' TVD
Expected Water Zones: 1500'-4380' TVD
Expected Mineral Zones: None

All fresh water and prospectively valuable minerals encountered during drilling
will be recorded by depth and willbe cased and cemented. When possible,
water flow rates will be measured and samples will be taken and analyzed. All
oil and gas shows will be tested to determine commercial potential.

3. Pressure Control Equipment:

The operator's minimum specifications for Blowout Preventer (BOP) and related
equipment to be used and schematic diagrams thereof showing sizes, pressure
ratings, and the testing procedures and testing frequency. BOP and BOP -

related equipment (BOPE) schematics shall include schematics of choke
manifold equipment. Accumulator systems and remote controls shall be utilized.

The drilling rig selected for this well is equipped with an 11" x 3000 psi annular
preventer, 11" x 5,000 psi double ram preventer (blind I pipe) and 3,000 psi
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choke manifold and will be installed, used, maintained, and tested accordingly.
BOP tests shall be performed at minimum after initially installed, whenever any
seal subject to test pressure is broken, following related repairs, and at 21 day
intervals. BOP will be inspected and operated at least daily to insure good
working order. Allpressure and operating tests willbe recorded on the daily
drilling reports. Ram Type preventors will be tested to 3,000 psi or 70% of the
minimum internal yield of the casing. Annular type preventer(s) will be tested to
70% of the rated working pressure. Test pressure shall be maintained at least 10
minutes or until provisions of test are met, whichever are longer. See Attached
BOPE Schematic & Size/RatingíTesting Information.

Maximum anticipated surface pressure = 1,250 psi based on a partially
evacuated hole with a.gradient of 0.22 psilft at a planned depth of 4,802' TVD.

4. The Proposed Casinq and Cementing Programs

Hole Size Casing Size Wt/Ft Grade Joint Depth Set

20" 16" 0.219" wall Conductor Weld 0-60

12-1/4" 9-5/8" 36 J55 ST&C 0-450'

0-4,802' TVD8-1/2" 5-1/2" 17 M80 LT&C (0-5,244'MD)

Cementing Program

The 9-5/8" surface casing will be set with approximately 255 sacks Class G cement
with 2% CaCl2 + ¼ pps D130 mixed at 15.8 ppg (yield =1 17 ft Isx). The cement will be
circulated back to surface with volume based on nominal hole size + 100% excess. In
the event cement is not circulated to surface a 1" top out job will be performed with 100
sacks of Class G cement containing 2% CaCl2 + ¼ pps D130 mixed at 15.8 ppg (yield
=1.17 ft"/sx).

The 5 ½" production casing will be set and cemented to surface using a Two-Stage
cementing process incorporating an external casing I annulus packer and stage
cementing tool. Placement of the packer I stage tool will be at approximately 3,950'
TVD / 4,375' MD.

1"*Stage Cement Program: 115 sacks (48 bbis) of LiteCrete Cement mixed at 9.6 ppg
(yield = 2.36 ft*/ft)containing 0.2% DO13 + 0.2% DO46 + 0.5% DO65 + 0.2% D167 +

2.0% DOS3 + 46 pps D124. Volume calculations based on nominal hole size + 35%
excess.

2ndStage Cement Program: 575 sacks (241 bbis) of LiteCrete Cement mixed at 9.6 ppg
(yield = 2.36 ft /ft) containing 0.2% DO13 + 0.2% DO46 + 0.5% DO65 + 0.2% D167 +



'APIWellNo:43007500320000''APIWellNo:43007500320000'

2.0% DOS3 + 46 pps D124. Volume calculations based on nominal hole size + 35%
excess.

The followinq shall be entered in the driller's loq:

1) Blowout preventer pressure tests, including test pressures and results;

2) Blowout preventer tests for proper functioning;

3) Blowout prevention drills conducted;

4) Casing run, including size, grade, weight, and depth set;

5) How the pipe was cemented, including amount of cement, type, whether
cement circulated, location of the cementing tools, etc.;

6) Waiting on cement time for each casing string;

7) Casing pressure tests after cementing, including test pressures and
results.

5. Mud Program and Circulating Medium:

The intent is to drill the entire well with air/air-mist/foam to TD. The blooie line
discharge will be 100' from the wellbore into the blooie pit. The air compressor
package will be located behind the rig approximately 115' from the wellbore in a
90° direction relative to the blooie line. The air compressor package will be
approximately 150' away from the blooie line's discharge point at the blooie pit.
COP does request a variance to the air drilling requirements of having deduster
equipment and automatic igniter or continuous pilot light on blooie line. COP is
utilizing an airlair-mist/foam technique to drill the hole. The risk of encountering
any gas through this operation is very minimal. In the event that any change is
encountered while drilling, all measures will be taken as referenced above. If
operations and hole conditions allow for air only drilling (no mist or foam), then
deduster equipment will be utilized.

6. The Type and Characteristics of the Proposed Circulaling_Mu

0-450' 12-1/4" hole
Drillwith air-mist, willmud-up if necessary.
Drillwith approx 1600 CFM of air -mist system with returns going thru blooie line
to pit (adding 6% KCL water for misting at 5-15 GPM).

450'-TD 8- 1/2" hole
Drillwith air-mist system, will mud-up if necessary. Expected air rates are1600-
2000 cfm @400 psi with addition of 6% KCL water at 5-15 GPM for misting.
Ifwater influx becomes a problem, then the hole will be displaced with mud as
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per properties listed below. If mud up is required, use 6% KCI to prepare the mud
and PAC-R to reduce the water loss. Allow the hole to dictate the mud weight if it
needs to be adjusted.

Mud properties will be maintained as follows:
Mud Wt: 8.6-8.9 ppg PH 9-9.5
Vis: 45-60 sec/qt. Chlorides 30,000
YP: 2-10 lb/100 ft2 Water Loss: <6-8 cc
PV: 10-15 Solids: <5%

7. The Testing, Loqqinq and Coring Programs are as followed

450'-TD No open hole wireline log evaluations are planned due to the
directional nature of the wellbore inclination of 31° / cased hole log evaluations
willbe performed prior to starting completion operations.

Any Anticipated Abnormal Pressures or Temperatures

No abnormal pressures or temperatures have been noted or reported in wells
drilled in the area nor at the depths anticipated in this well. Bottom hole pressure
expected is about 1800 psi maximum. However, due to offset production
pressures may be much lower. No hydrogen sulfide or other hazardous gases or
fluids have been found, reported or are known to exist at these depths in the
area.
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8. Anticipated Starting Date and Duration of the Operations.

Expected commencement of drilling to begin July 1, 2010; expected duration of
the drilling operations is 1 month (including location construction and drilling
operations from spud to rig release).

Verbal and/or written notifications listed below shall be submitted in accordance
with instructions from the Division of Oil, Gas & Mining and Bureau of Land
Management

(a) prior to beginning construction;

(b) prior to spudding;

(c) prior to running any casing or BOP tests;

(d) prior to plugging the well, for verbal plugging instructions.

Spills, blowouts, fires, leaks, accidents or other unusual occurrences shall be
reported to the Division of Oil, Gas & Mining and Bureau of Land Management
immediately.
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WELLBORE SCHEMATIC & DRILLING PROGNOSIS
Conocomillips

Well Name : Utah 16-527D API # :

Surf. Location : 161' FSL & 231' FEL of Sec. 9-15S-8E Lease # :

BH Location : 1,325' FNL & 1,295' FEL of Sec. 16-15S-8E Field / Area : Drunkard's Wash
County : Carbon Permit TD : 5,000' TVD
State : Utah Targets : Ferron / Ferron Coal

HOLE GL= 7,678' FORMATION POTENTIAL CASING AND DRILLING
SIZE KB = 7,702' (0 ) TOPS PROBLEMS CEMENT FLUID

13-3/8" Conductor Pipe @40' Conductor
Washout

Mancos Shale @Surface 9-5/8" 36.0# J55 ST&C Casinq:
Hole Lead- G + 2% CaCI, (15.8 ppg)

Cleaning 450' Fill / 1,17 yield I (100% excess)
255 sacks (53 bbls cement) Air-Mist

12-1/4" Top Out Cement Job - if Needed:
100 sacks G + 2% CaCI, (15.8 ppg}

9-5/8" Csg Set @450' BHSFT

Test Casing to 1500 psi
Prior to DrillOut

Potential Water Flow ~1,500'

Directional Program Summary:
KOP ~ 550' buildat 3°I100' on 215° Azimuth
Build inclination to 31° by 1,536' TVD
Holdtangentat 31° to 3,529' TVD
Drop at 3'l100' to have 10° at 4,174' WD (targettop)
Hold 10° throughtarget toTD at 4,802" TVD (5,244" MD)
Planned azimuth ~

215° l 1,830' Displacement
Hardline: 460'from section lines

Air-Mist
E-Line Logging Program: 6% KCL Gel / Polymer
No OH Log Evaluation Planned
(Deviated Wellbore 31° Inclination) (8.4 to 8.8 ppg KWM)
Cased HoFe Evaluation Required

8-1/2"

2-Stage Cementing Tool ~ 3,950' TVD{4,375' MD)

Casing Annulus Packer ~ 3,950' TVD (4,375' MD)

T/ Blue Gate Shale @ 4,044' TVD
Gas

TI Ferron @4,174' TVD Increasing
5-1/2" 17# M-80 LT&C Casinq:

T/ Ferron Coal 4 @4,234' TVD
i n Stage: 5,244' to 4,375' (869' fill)

BI Ferron Coal 1 @ 4,378' TVD Lead - LiteCrete 9.6 ppg / 2.36 yield
115 sacks {48 bbis) 35% excess

Tununk @4,508' TVD
2* Stage: 4,375' to O' (4,375' fill)
Lead - LiteCrete 9.6 ppg I 2.36 yield

Lower Bent Mkr @4,588' TVD 575 sacks (241 bbis) 35% excess
5-1/2" Csg Set @4,802' TVD BHST

(5,244' MD)
108° F

Planned TD= 5,244' MD I 4,802' TVD GOH
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Fily (Jtah 16-52"/D planned design) Date.; ne 06 0 Page: 1
MMS REPORT

Leas : Ug 1 5gO Well : Area i Bik : Drunkarde Vitag Field : Drunkards Was)

Company : GonocoPhilga Appro date.wdrk willstart :. July 1 2010

Surface Location : 161' FSL & 231' FEL (Sec9-15s E) Gas Gradien! (psilft) : 0,100

Bottom Holatocation : 1325 FNL & 1295' FE pc 5g8E) Sált-water Gradient (psiitt) : 8A00

Rig Name H&P Rig 275 Type Diesel Electrre WD N/A RKO 76W Well Type Gas

IIOLE CASING WEIGHT COLU T TYPE MASP
FACFEO

S
CAESlNI

SHOE BOP
TEST CE MUD

SIZE imer) SIZE GRADE RATING CONNECTION MD RATING SIZE ANNULAR ANNULAR CASING SHOP s.7
¯rYPE

B C T TVD PP MW FG IRAM TRAM TEST

12 t/4 9 516, 3 0 STG 176 2 34 5 58 4 44 8 37 8 60 9 46 3000 11 000 3M / 5M 2100/3000 1503 0 0 298 Alf

Productron 17 000 7738 18 6244 08 1/2
Castnq b 1/2 N-ß0 6286 43 LTO '140 1 18 12 94 2 TO

4802 2 8 60 6 60 8 60 3000 11 000 3M i SM 2100/3000 1600 0 0 1628 Air

Minimum Myd Quantities: 150 Sacks Barite and 150 Sacks Get

Zone Protection Statement:

Bud Disposal Statement:

Wiß Oli-base Mut! Se Used : No

Utah 16-5270 (phnned) Streescheck 2003 16 i 8 Šuild:10Ì6
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Ran e 8 East Lation:
The well location was determined using a Trimble 5700
GPS survey grade unit.

- Basis of Bearing:
The Basis of Bearing is GPS Measured.

GLO Bearing:
The Bearîngs indicated are per the recorded plot obtained o
from the U.S. Land Office.

Basis of Elevation:
Basis of Elevation of 7160° being at the Northeast Section
Corner of Section 10, Township 15 South, Range 8 East,

-- Salt Lake Base and Meridian, as shown on the Wattis
SURFACE Quadrangle 7.5 minute series mop.
UTAH #l6-527D
ELEv. 7678.3' Description of Location:
UTM-FEET Surface
N 14354l62 ° - Proposed Drill Hole located in the SE/4 SE/4 of section9,
E [65&l86

" T15s, RSE, S.L.B.&M., being North 160.54' from South Une
and West 231.02' from East Line of Section 9. T15S, RSE,S89°50'26"W

- 2632. 6 Salt Lake Base & Meridian.
23\.02'(N89°55'W

- 2635.40') (N89°52'W
- 2632.7 ') ( Target

/ Proposed Target locoted in the SE/4 NE/4 of Section 16,
/ T15S, RSE, S.LB.&M., being South 1325.00' from North Line

and West 1295.00' from East Line of Section 16, T15S, RSE,
Salt Lake Base & Meridian.

? No.5049079- g
• 2202 •

TARGET *|295.00'

UTM-FEET
N |4352673 *(GLo measured --/f! TALON RESOURCES, INC.
E 1633123 from found NE o 615North400Ent P.O.Box1230

Sec. 16 Corner) o Rutington,Utah84528
Phone(435)687·5310Fu (435)687-5311

Conomc

i ips

Legend NOTES: ConocoPhillips Company
O Drill Hole Location 1. Dirnensions are GPS measured unless WELLUTAH #16-527D

noted otherwise. Section 9, T155, RSE, S.LB.&M.
Metal Cap (Found) 2. UTM and Latitude / Longitude Coordinates Carbon County, Utah

are derived using a GPS Pathfinder and are omwnsy. meses er
Brass Cap (Searched for, but not found) shown in NAD 27 Datum- GRAPHIC SCALE N. BUTKOVICH LW.J./M.R.

SURFACE TARGET o so¢ ina¢ ommagNo. Date:
Colculated Corner 3/24/10

LAT / LONG LAT / LONG ( IN FEET ) A-Í
)GLO 39°31%0.612"N 39°3\'25.887"N 1 inch = 1000ft. 1" - 1000'
GPS Measured lil°01'19.547"W Ill°01'33.l23"W

REV1sION: 8/01/10 m...t i e 4 449
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ELEVATIONOF UNGRADEDGROUNDAT LOCATIONSTAKE= 7678.3'
LL I I/2 : I ELEVATIONOF GRADEDGROUNDAT LOCATIONSTAKE= 7676.3'

PIT SLOPE = 1 : I
NEw BURIED

Ex

Ew 2 LRVE

24" CULVERT

ROUND CORNER
WITH 50' RADIUS PopRTOLE

PLATEAU MlNING CO.

SUNNY$lDE C GEN

ExisTi

WL -

WE
OA

DD \ LL

CuT il 7

TALON RESOURCES, INC.
CUT 3

PheR (4

Gell

SEC ION Lir,E / FROFEawiFif

ÛOOL APhillips Co pany

STATE OF UTsu

SomUTÂH
# 6

527DLB.&M.

orem sy: meemedas:
N. BUTKOVICH

1
REVISION: 6/01/10 m a
REVISION: 5/28/10 sa.« 2 er 4
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SL-AR SL-5 E
vto.o moo noso nooo

nto.o
SL-3 (E RI

nion none PRECONSTRUCTION
GRADE

IGO' 0 20' -

FILL
140' 40

FILL
7680o FILL 7eere 7emo vilk0 7800 78800

70700 7670,0 7860,0 7660.0 7650 76500

76600 7660.0 7650.0 7560,0 7640 76400

i i f i f ‡ f i i t t i i I i E I i E E E E I i i ! 5 5 i i 1 1 1 1 4 1 1 i i i 1 1 1 1 1 1 1 1 1 i I i I i i i i i ! E i i i i i i t i i I i i I i

CUT = I : I
i x-secuon FILL = I \/2 : I
L Scab PIT SLOPE = I : I

1"=20'

SL-I lii!!! il
me.o mo o

F1NAL SL-2 Eli Bil
mo.o mo a naa mao

LOCATION STAKE
nme moo mo.o moo

I 140' 40
noo.o nao voo.o 140' 40' 60 50 -- = TALON RESOURCES, INC.
7690.0 7590.0 7000.0 7090 0 615North400East P.O.Box1230
7880.0 7080.0 7000.0 CUT vasoo Huntington,Utah34528

Phone(435)687-5310Fax(435)687-5311
76m0 70&O 76AO 7emo E-MaitalOReetV.Bet

--- i--i
, , , i . . . i . . ConocoPhillips

ConocoPhillips Company
TYPICALCROSS SECTION

SecHon 9, T15S, RSE, S.LB.&M.

APPROXIMATEYARDAGES UTAH #16-527D

(6")TOPSOlL STRIPPING = l,6l0 CU. YDs. N. BUTKOVICH LW.J.

TOTAL CUT (INCLUDINGPIT) = |1,495 CU. YDS. 3/$/10
TOTAL FILL = 6,915 CU. YDs- 1"T1oo'

Job No.
REVISION: 6/01/10 so..t 3 or 4
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LEGEND conocoPhillips Company
6825 South 5300 West
P.O. Box 851

Proposed Well Location: Price, Utah 84501 Col3otoPhillips
Other Proposed Well Locations: Phone: (435) 613-9T17
Proposed Powerline: , Fax: (435) 613-9782
Proposed Pipeline'
Proposed Roads: ......

Lease Boundary: . . WELLUTAH #16-527D
Existing Wells: Section 9, T15S, RSE, S.L.B.8eM.

klorch 24, 2010 Drawing L-1 4 of 4Scale: 1" = 2000' Revision: June 01,
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eatherford'
Drilling Services

Proposal

ConocoPhillips

UTAH #16-527D

CARBON COUNTY, UTAH

WELLFILE: PLAN1

JUNE 7, 2010

Weatherford International, Ltd.
P.O. Box 61028
Midland, TX 79711 USA
+1.432.561.8892 Main
+1.432.561.8895 Fax
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SECTION DETAILS

See MD Inc Azi TVD +N/-8 +El-W DLeg TFace VSec Target

1 0.00 0.00 215.51 0.00 0.00 0.00 0.00 0-00 0,00
2 550.00 0.00 215.51 $50.00 0.00 0.00 0.00 0.00 0,00

Utah #16-527D 3 1585.75 31.07 215.51 1535.72 -223,07 -159,17 3,û0 215,51 274.04
4 3913.49 31.07 215.51 3529,46 -120LG4 -856.98 0.00 0.00 1475.43Carbon Co, Utah s 4615.90 io.co 215.91 4183.54 -1400.49 -999.29 a.oo 180.00 1720.45

$143.90 10.00 215.51 4802,00 -1489.26 -1062.63 GAG 0.00 1829.51 Pbhl

TARGETDETAIM
FORMATEONTOPDETAILS

Name TVD +NI-S +E/-W Northing Easting Latitude Longitude Shape
No. TVDPath MDPath Formation

Pbhl 4802.00 -1489.26 -1062.63 14352673.00 1633123.00 39°31'25.693N 111*01'33-154W Point
1 4044,00 4473.14 TI Blue Gate Shale
2 4174,00 4606.21 T/ Ferron
3 4234,00 4667.14 T/Ferron Coal4
4 4378,00 4813,36 B/ Ferron Coal I

WELLDKTAILS 5 4508,00 4945.37 T/Tununk
6 4588.00 5026.60 TI Lower Bent MkrName +N/-S +Ef-W Northing Easting Latitude Longitude Slot

KB ELEV 7700
GL ELEV 7676 Utah a16-527D 0.00 0.00 14354162.00 1634186.00 39°31'40.318N 111°01'194iB9W N/A

LEGEND West(-)/East(+) (400ftlin]
pu 9.670c (1)

-1700 -10 00 -8 30 -6 30 -400 -200 ( 2003ÛÛ 0 MOIIDStartBold300 gg i i i I

USA 19-6709 (D

CASING DETAILS1300 SHL
No. TVD MD Name Size Û 141 FSL

231 FEL
I 450,00 450.00 9 5/8" 9.626 Srd

31° 1586 MD Start IIold Sec 9
1500 c- V

FIELDDETAILS -ZÛÛ
CarbonCo, Utah (UTM Zone 12)

Goedelic System: UniversalTranmerseMer<ator
E¾ipsoid: NAD27 (Clarke 1866)ZÛÛÛ Zone: UTMZone12,North 114W to108W gggMagnelicModet: IGRF2010

System batum: MeanstaLetel
Local North: TnteNorth

00
-600

SITE DF,TAILS

Utah #16-5273

Site CentreNorthing: 14354142.00 -500 /
31°r3913

A DStart Drop -3,00

GrounEasting 1634186.00

PositlanalUncertainty: 0.00
Convergence: -0.01

T/BlueGateShale -AÜÛÛ /

4000 erren cani 4 | /

41 4 1720
-1200

T/Tununk! Azimoths to True North

1 \ l
MagneticNorth:1L7P

4500 a I'I * "" • Magnederleid
-1400

PBHL
OPhh; Strength: $1982nT 1489 23 S

48 1 1839 /
~10© 6244 Mr TD 'Up 'teSL 2 1 3NW

Modet: IGRF1010 1295 FEL Est
See 165000 ' ' * ' ' ' ' ' ' ' i ' ' ' ' I

-1600

-500 0 500 1000 1500 2000 2500 3001 TotalCorrectiontoTrueNorth:1133 Plan:Plan#1(Utah#lá527DB)
Vertical Section at 215.51° [1000 ftlin] Created By: Russeu W Joyner Date:
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ConocoPhillips Weatherford International Ltd.
WFT Plan Report - X & Y's ggggjgggggg¶

Company: ConocoPhillips Date: 6/7/2010 Time: 12:29 51 Page: 1
Field: Carbon Co, LJiah (UTM Zone 12) Co-ordinate(NE) Reference: Well Utah #16 5270, True North
Site: Utah #16-5270 Vertical (TVD) Reference: SITE 7702 O
Well: Utah #16-5270 Section.(VS) Referencc: Well (0 0DN,0 00E,215 51Azi)
Wellpath: 1 Survey Calculation Method: M nimum Curvature 1)b: Sybase

Field: Carbon Co, Utah (UTMZone 12)

Map System:Universal Transverse Mercator Map Zone: UTMZone 12, North 114W to 108W
Geo Datum: NAD27 (Clarke 1866) Coordinate System: Well Centre
Sys Datum: Mean Sea Level Geomagnetic Model: IGRF2010

Site: Utah #16-527D

Site Position: Northing: 14354162.00 ft Latitude: 39 31 40.328 N
From: Map Easting: 1634186.00 ft Longitude: 111 1 19.589 W
Position Uncertainty: 0.00 ft North Reference: True
Ground Level: 7678.00 ft Grid Convergence: -0,01 deg

Well: Utah #16-527D Slot Name:

Well Position: +N/-S 0.00 ft Northing: 14354162.00 ft Latitude: 39 31 40.328 N
+E/.W 0.00 ft Easting: 1634186.00 ft Longitude: 111 1 19.589 W

Position Uncertainty: 0,00 ft

Welipath: 1 Drilled From: Surface
Tie-on Depth: 0.00 ft

Current Datum: SITE Height 7702.00 ft Above System Datum: Mean Sea Level
Magnetic Data: 7/7/2010 Declination: 11.73 deg
Field Strength: 51982 nT Mag Dip Angle: 65.20 deg
Vertical Section: Depth From (TVD) +N/-S +E/-W Direction

ft ft ft deg

0.00 0.00 0.00 215,51

Plan Section Information
MD Incl Azim TVU +N/-S El-W DLS Build Turn TFO Target
It deg deg ft ft ft deg/100ft deg/100ft deg/10Dit deg

0.00 0.00 215,51 0.00 0.00 0.00 0.00 0,00 0.00 0.00
550.00 0.00 215,51 550.00 0.00 0.00 0.00 0.00 0.00 0.00

1585.75 31.07 215.51 1535.72 -223.07 -159.17 3.00 3.00 0.00 215.51
3913.49 31.07 215.51 3529.46 -1201.04 -856.98 0.00 0.00 0.00 0.00
4615.90 10.00 215,51 4183.54 -1400.49 -999.29 3.00 -3.00 0.00 180.00
5243.90 10.00 215,51 4802.00 -1489.26 -1062.63 0.00 0.00 0.00 0.00 Pbhl

Survey
MD Incl Azim TVD N/S E/W VS DLS MapN MapE Comment
ft deg deg ft it ft ft deg/100ft ft il

500.00 0.00 215.51 500,00 0.00 0.00 0,00 0.00 1,43541e07 1634186.00
550.00 0.00 215,51 550,00 0.00 0.00 0.00 0.00 1,43541e07 1634186,00 Kop
600.00 1.50 215.51 599,99 -0.53 -0.38 0.65 3.00 1.43541e07 1634185,62
70D.00 4.50 215.51 699,85 -4,79

-3.42 5.89 3.00 1.43541e07 1634182,58
800.00 7.50 215.51 799,29 -13.30 -9.49 16.34 3.00 1.43541e07 1634176,51

900.00 10.50 215.51 898,04 -26.03 -18.58 31.98 3.00 1.43541e07 1634167,42
1000.00 13.50 215.51 995.85 -42.96 -30.65 52.77 3,00 1.43S41e07 1634155.34
1100.00 16.50 215.51 1092.43 -64.02 -45,68 78,65 3,00 1.43540eO7 1634140.30
1200.00 19.50 215.51 1187.52 -89.17 -63.63 109.55 3,00 1.43540e07 1634122.35
1300.00 22.50 215.51 1280.87 -118.34 -84.44 145.38 3.00 1.43540e07 1634101.53

1400.00 25.50 215.51 1372.22 -151,45 -108,06 186.05 3.00 1.43540e07 1634077.90
1500.00 28.50 215.51 1461.31 -188.40 -134,43 231.44 3,00 1.43539e07 1634051.52
1585.75 31.07 215.51 1535,72 -223.07 -159,17 274.04 3.00 1.43539e07 1634026.78 Hold
1600.00 31.07 215.51 1547.93 -229.06

-163,44 281.39 0.00 1.43539e07 1634022.50
1700.00 31.07 215.51 1633.58 -271.07 -193,42 333.00 0.00 1.43538e07 1633992.51

1800.00 31.07 215.51 1719.23 -313.09
-223,40 384.62 0.00 1.43538eO7 1633962.53

1900,00 31.07 215.51 1804.88 -355.10
-253.37 436.23 0.00 1.43538e07 1633932.54

2000.00 31.07 215.51 1890.53 -397.11 -283.35 487.84 0.00 1,43537e07 1633902.55
2100.00 31.07 215,51 1976.18 -439.13 -313.33 539.45 0,00 1.43537e07
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ConocoPhillips Weatherford International Ltd.
WFT Plan Report - X & Y's ggggg¶g¶g

Company: ConocoPhillps Date: 6/7/2010 Time: 12 29.51 P2ge: 2
Ficid; Carbon Co, Utah (UTM Zone 12) Co-ordinate(NE) Reference: Wel: Utah #16 527D, True North
Site: Utah #16-527D Vertical (TVD) Referenec: SITE 77D2.0
Well: Utah #16-5270 Section (VS) Reference: Wel (0.00N,0 00E,215.51Azi)
Wel]path: 1 Survey Cakulation Method: Minimum Curvature Ob; Sybase

Servey
MD Incl Azim TVD Nis E/w VS DLS MapN MapE Comment

ft deg dog fl ft ft u deg/1ûDR R ft

2200.00 31.07 215.51 2061.84 -481.14 -343.31 591.06 0.00 1.43536e07 1633842.57

2300.00 31.07 215.51 2147.49 -523.15 -373.29 642.68 0.00 1.43536e07 1633812.58
2400.00 31.07 215.51 2233.14 -565.17 -403.26 694.29 0.00 1.43535e07 1633782.60
2500.00 31.07 215.51 2318.79 -607.18 -433.24 745.90 0.00 1.43535e07 1633752.61
2600.00 31.07 215.51 2404.44 -649,19 -463.22 797,51 0.00 1.43535e07 1633722.62
2700.00 31.07 215.51 2490.09 -691.21 -493.20 849.13 0.00 1.43534e07 1633692.63

2800.00 31,07 215.51 2575.74 -733,22 -523.18 900.74 0.00 1.43534e07 1633662.64
2900.00 31.07 215.51 2661.40 -775.24 -553.15 952.35 0.00 1.43533e07 1633632.65
30DO.00 31,07 215.51 2747.05 -817.25 -583.13 1003.96 0.00 1.43533e07 1633602.67
3100.00 31.07 215.51 2832.70 -859.26 -613.11 1055.57 0.00 1.43533e07 1633572.68 .

3200.00 31.07 215.51 2918.35 -901.28 -643.09 1107.19 0.00 1.43532e07 1633542.69

3300.00 31.07 215.51 3004.00 -943.29 -673.07 1158.80 0.00 1.43532e07 1633512.70
3400.00 31.07 215.51 3089.65 -985.30 -703.04 1210,41 0.00 1,43531e07 1633482.71
3500,00 31.07 215.51 3175.30 -1027.32 -733.02 1262.02 0.00 1,43531e07 1633452.73
3600.00 31,07 215 51 3260.96 -1069.33 -763.00 1313,64 0.00 1,43530e07 1633422,74
3700.00 31.07 215.51 3346.61 -1111.34 -792.98 1365.25 0.00 1.43530e07 1633392.75

3800.00 31,07 215.51 3432.26 -1153.36 -822.96 1416.86 0.00 1,43530e07 1633362.76
3900.00 31.07 215.51 3517.91 -1195.37 -852.93 1468.47 0.00 1,43529e07 1633332.77
3913.49 31.07 215.51 3529.46 -1201.04 -856.98 1475,43 0.00 1,43529e07 1633328.73 Drop
4000,00 28.48 215.51 3604.55 -1236.01 -881.93 1518,39 3.00 1.43529e07 1633303.77
4100,00 25.48 215.51 3693.66 -1272.93 -908.27 1563.75 3.00 1.43528807 1633277.41

4200,00 22.48 215.51 3785.02 -1306.00 -931,88 1604.38 3.00 1,43528e07 1633253.80
4300.00 19.48 215.51 3878.38 -1335.14 -952,67 1640.18 3.00 1.43528e07 1633233.01
4400.00 16.48 215.51 3973.49 -1360.26 -970,59 1671.04 3,00 1.43528e07 1633215.07
4473.14 14.28 215.51 4044.00 -1376.05 -981,86 1690.43 3,00 1.43527607 1633203.81 TI Blue Gate Shale
4500.00 13.48 215.51 4070.08 -1381.30 -985.60 1696.88 3.00 1.43527eO7 1633200.06

4600.00 10.48 215.51 4167.89 -1398.19 -997.65 1717.63 3.00 1.43527eO7 1633188.00
4606.21 10.29 215.51 4174.00 -1399.10 -998.30 1718.75 3.00 1.43527607 1633187.35 T/ Ferron
4615.90 10.00 215.51 4183.54 -1400.49 -999.29 1720.45 3.00 1.43527e07 1633186.36 Hold
4667.14 10,00 215.51 4234.00 -1407.73 -1004.46 1729.35 0.00 1.43527e07 1633181.19 T/ Ferron Coal 4
4700.00 10.00 215.51 4266.36 -1412.38 -1007.78 1735.06 0.00 1.43527eO7 1633177.88

4800,00 10,00 215.51 4364.84 -1426.51 -1017.86 1752,42 0,00 1.43527e07 1633167.79
4813.36 10.00 215.51 4378.00 -1428.40 -1019.21 1754.74 0.00 1,43527e07 1633166.44 BI Ferron Coal 1
4900.00 10.00 215.51 4463.32 -1440.65 -1027.95 1769.79 0.00 1.43527e07 1633157.70
4945.37 10.00 215.51 4508.00 -1447.06 -1032.52 1777,67 0.00 1,43527e07 1633153.12 TI Tununk
5000.00 10.00 215.51 4561.80 -1454.78 -1038.03 1787.15 0.00 1.43527e07 1633147.61

5026.60 10.00 215.51 4588.00 -1458.54 -1040.72 1791,77 0.00 1.43527e07 1633144.92 T/ Lower Bent Mkr
5100.00 10.00 215,51 4660,28 -1468.92 -1048,12 1804.52 0.00 1.43526e07 1633137,52
5200,00 10.00 215,51 4758,76 -1483.05 -1058,21 1821.88 0.00 1.43526e07 1633127,43
5243.90 10.00 215,51 4802,00 -1489.26 -1062,63 1829.51 0.00 1,43526e07 1633123,00 Pbbi

Targets
Map Map <-- Latitude --> <- Longitude ->

Name Description TVD +N/-S +E/-W Northing Easting Dcg Min See Deg Min See
Dip. Dir, ft ft ft ft ft

Pbhl 4802.00 -1489.26 -1062.63 14352673.001633123.00 39 31 25.603 N 111 1 33.154 W
-Plan hit
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conocominips ' Weatherford International Ltd.
WFT Plan Report - X & Y's gggt ggggg¶

Company: ConacoPhillips Date: 6/7/2010 Time: 12:29 51 Page: 3
Field: Carbon Co, Utah (UTM Zone 12) Co-ordinate(NE) Referenec: Well Utah #16-527D, True North
Site: Utah #16-527D Vertical (TVD) Reference: SITE 7702.0
Well; Utah #16-5270 Section (VS) Refercucc: Well (0.00N 0.00E,215.51Azi)
Welipath; 1 Survey Calculation Method: Minimum Curvature Db: Sybase

Casing Points
MD TVD Diameter Bole Size Name
ft ft in in

450.00 450.00 9.625 12.250 9 5/8"

Annotation
MD TVD
ft ft

550.00 550.00 Kop
1585.75 1535.72 Hold
3913.49 3529.47 Drop
4616.90 4183.54 Hold
5243.90 4802.00 Pbhl

Formations
MD TVD Formations Lithology Dip Angle Dip Direction
ft ft deg deg

4473,14 4044.00 T/ Blue Gate Shale 0.00 0.00
4606.21 4174,00 T/ Ferron 0.00 0.00
4667.14 4234.00 T/ Ferron Coal 4 0.00 0.00
4813,36 4378.00 BI Ferron Coal 1 0.00 0.00
4945.37 4508,00 TI Tununk 0.00 0.00
5026,60 4588.00 T/ Lower Bent Mkr 0.00
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WeatherfordWeatherford Drilling Services
GeoDec v5.03

Report Date: June 07, 2010

Job Number:
. Customer: conocoPhillips

Well Name: Utah #16-527D

API Number:
Rig Name:
Location: Carbon Co, Utah

Block:
Engineer: R joyner

Universal Transverse Mercator Universal Transverse Mercator

System: Zone 12N (114 W to 108 W) System: Zone 12N (114 W to 108 W)

Projection: Transverse Mercator/Gauss Kruger Projection: Transverse Mercator/Gauss Kruger

Datum: NAD 1927 (NADCON CONUS) Datum: NAD 1927 (NADCON CONUS)

Ellipsoid: Clarke 1866 Ellipsoid: Clarke 1866

North/South 14354162,000 USFT North/South 14354162.000 USFT

East/West 1634186.000 USFT East/West 1634186.000 USFT

Grid Convergence: -.01° Grid Convergence: -

01°

Total Correction: +11.75° Total Correction: +11.75°

Geodetic Location WGS64 Elevation = 0 . O Meters

Latitude = 39.52795° N 39° 31 min 40.612 sec

Longitude =
111.02210° W 111° 1 min 19.547 sec

7424

Local Field Strength = 51986 nT Magnetic Vector X = 21349 nT

Magnetic Dip =
65.20° Magnetic Vector Y = 4436 nT

Magnetic Model = IGRF-2010g11 Magnetic Vector Z = 47192 nT

Spud Date = Jun 07, 2010 Magnetic Vector H = 21805 nT

Signed:
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ConocoPhillips Weatherford International Ltd.
Anticollision Report Weatherfont

Company: ConocoPhillips Date: 6/7/2010 Time: 12:49 26 Page: 1
Field: Carbon Co, Utah (UTMZone 12)
Reference Site: Utah #16-527D Co-ordinate(NE) Reference: Well. Utah #16-5270, True North
Reference Well: Utah #16 527D Vertical (TVD) Reference: SITE 7702 0
Reference Wellpath: 1 Db: Sybase

NO GLOBAL SCAN: Using user defined selection & sean criteria Reference: Plan: Plan #1
Interpolation Method: MD Interval: 100.00 ft Error Model: ISCWSA EJIlpse
Depth Range: 0.00 to 5243.90 ft Scan Method: Closest Approach 3D
Maximum Radius: 10000.00 ft Error Surface: Ellipse

Plan: Plan #1 Date Composed: 6/7/2010
Version: 1

Principal: Yes Tied-to: From Surface

Summary
Offset Wellpath - ------- --- ----- Reference Offset Ctr-Ctr Edge Separation

Site Well Welipath MD MD Distance Distante Factor Warning
ft ft ft ft

USA #9 670D USA #9-670D 1 VOPlan: Plan #1 V1 700.00 697.79 35,72 32.86 12,46

Site: USA #9-670D
Welk USA #9-670D
Wellpath: 1 VOPlan: Plan #1 V1 Inter-Site Error: 0.00 ft

Reference Offset Semi-NIajor Axis Offset Location Ctr-Ctr Edge Separation
ID TVD MD TVD Ref Offset TFO-lí¾ North East Distance Distance Factor Warning

ft ft ft ft ft it deg ft ft ft ft

0.00 0.00 2.00 -2.00 0.00 0.00 62.58 14.01 27.00 30.41 30.41 17804.37
100.00 100.00 98.00 98.00 0.09 0.08 62.58 14.01 27.00 30.41 30.24 179.84
200.00 200.00 198.00 198.00 0.31 0.31 62.58 14.01 27.00 30.41 29.80 49.38
300.00 300.00 298.00 298.00 0.53 0.53 62.58 14.01 27.00 30.41 29.35 28.55
400.00 400.00 398.00 398.00 0.76 0.76 62.58 14.01 27.00 30.41 28.90 20.08

500.00 500,00 498.00 498.00 0.98 0.98 62.58 14,01 27.00 30.41 28.45 15.48
600.00 599,99 598,10 598.10 1,21 1.21 205,41 14.49 26.63 30.91 28.50 12.80
700.00 699,85 697.79 697.64 1.44 1.43 193.65 18.59 23.58 35.72 32.86 12.46
800,00 799.29 795.90 795.22 1.69 1.67 178.54 26.69 17.56 48.32 44.99 14.52
900.00 898.04 891.47 889.66 1.99 1.94 167.09 38.43 8.82 70.33 66,52 18.45

1000.00 995.85 983.64 979.92 2.35 2.25 159.75 53.33 -2.27 101.34 97.01 23.40
1100.00 1092.43 1071.68 1065.22 2.79 2.61 155.02 70,80 -15.28 140,49 135.59 28.64
1200.00 1187.52 1155.04 1144.97 3.31 3.01 151.76 90.24 -29.76 187.03 181.49 33.73
1300.00 1280.87 1233.33 1218.84 3.94 3.45 149.29 111.02 -45.22 240.31 234.05 38.40
1400.00 1372.22 1306.27 1286.66 4.66 3.91 147.25 132.55 -61.25 299.72 292,66 42.51

1500.00 1461.31 1373.75 1348.45 5.48 4.40 145.41 154.31 -77.45 364.67 356.73 45.90
1600.00 1547.93 1435.78 1404,37 6.39 4,90 143.86 175.84 -93.48 434.60 425.68 48.70
1700.00 1633.58 1494.05 1456,07 7.35 5,38 143,73 197.38 -109.51 507.24 497.34 51,20
1800.00 1719.23 1549.59 1504,57 8.33 5,91 143.47 219.09 -125,67 581.36 570.43 53.19
1900.00 1804.88 1602.50 1550,03 9.32 6.41 143.13 240.81 -141,84 656.87 644.91 54,93

2000.00 1890.53 1656.79 1595.91 10.31 6,98 142.72 264.08 -159.16 733.64 720.59 56,24
2100.00 1976.18 1720.35 1649,42 11.31 7,65 142.30 291.61 -179.66 810.75 796.51 56,95
2200.00 2061.84 1783.92 1702,92 12.31 8.33 141.95 319.13 -200.15 887.87 872,44 57,51
2300.00 2147.49 1847.48 1756.43 13.31 9.02 141.65 346.66 -220.64 965.01 948.36 57.96
2400.00 2233.14 1911.05 1809.93 14.32 9.72 141.40 374.19 -241.14 1042.16 1024.29 58.34

2500,00 2318,79 1974.61 1863.44 15,33 10,41 141,19 401.72 -261.63 1119.31 1100.23 58.64
2600,00 2404,44 2038,18 1916,94 16,34 11.11 141,00 429,25 -282,12 1196.47 1176,16 58.90
2700.00 2490,09 2101.75 1970,45 17,35 11.82 140,83 456,78 -302.61 1273.64 1252.09 59.12
2800.00 2575,74 2165.31 2023.95 18,36 12.52 140.68 484,31 -323.11 1350.80 1328,03 59.30
2900.00 2661,40 2228.88 2077.46 19,37 13.23 140,55 511,83 -343.60 1427.97 1403.96 59.46

3000,00 2747,05 2292,44 2130.96 20.39 13.93 140.44 539.36 -364.09 1505,15 1479.90 59.60
3100.00 2832,70 2356.01 2184.47 21.40 14.64 140,33 566,89 -384.59 1582,32 1555.83 59.72
3200.00 2918.35 2419.57 2237.97 22.42 15.35 140.23 594.42 -405.08 1659,50 1631.77 59.83
3300.00 3004.00 2483,14 2291.48 23.43 16.06 140.15 621.95 -425.57 1736,68 1707.70 59.93
3400.00 3089.65 2546,70 2344.98 24.45 16.78 140.07 649,48 -446.07 1813.86 1783,64 60,01

3500.00 3175.30 2610.27 2398.49 25.46 17.49 139.99 677.00 -466.56 1891.05 1859.58
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ConocoPhillips Weatherford International Ltd.
Anticollision Report gggggg¶gg¶g

Company: ConocoPhillips Date: 6/7/2010 Time: 12 49 26 Page: 2
Field: Carbon Co, Utah (UTM Zone 12)
Reference Site: Utah #16-527D Co-ordinate(NE) Reference: Wel: Utah #16 527D, True North
Reference Well: Utah #16-5270 Vertical (TVD) Reference: SlTE 7702.0
Reference Wellpath: 1 Db: Sybase

Site: USA #9-670D
Well: USA #9-670D
Welipath: 1 VOPlan: Plan #1 V1 Inter-Site Error: 0.00 ft

Reference Offset Semi-Major Axis Offset Location Ctr-Ctr Edge separation
MD TVD MD TVD Ref Offset TFO-RS North East Distance Distance I actor Warning
ft ft it fi ft ft deg 11 ft ít ft

3600.00 3260.96 2673.83 2451,99 26.48 18.20 139,92 704.53 -487.05 1968.23 1935.51 60.16
3700.00 3346.61 2737,40 2505,50 27,50 18,92 139,86 732,06 -507.54 2045.41 2011.45 60.22
3800.00 3432.26 2800,96 2559,00 28.52 19,63 139.80 759,59 -528.04 2122.60 2087.39 60.28
3900.00 3517.91 2864,53 2612,51 29.53 20.34 139,75 787.12 -548.53 2199.79 2163.32 60.33

4000.00 3604.55 2929.20 2666,95 30.42 21,07 141.58 815.13 -569.38 2276.00 2238.90 61.34
4100.00 3693.66 2996.71 2723,77 31.09 21,83 143.35 844,36 -591.14 2349.53 2311.93 62.49
4200.00 3785.02 3066.90 2782,85 31.71 22,62 144,80 874.76 -613.77 2420.18 2382.06 63.49
4300.00 3878.38 3139.57 2844,02 32.26 23,44 145,99 906,23 -637.20 2487.78 2449.13 64.37
4400.00 3973.49 3214,52 2907,11 32.74 24,29 146.94 938.69 -661.36 2552.20 2513.03 65.16

4500.00 4070.08 3291.56 2971,95 33.15 25,15 147.70 972.05 -686.20 2613.31 2573.63 65.86
4600.00 4167.89 3370.46 3038.36 33,49 26,04 148,28 1006.22 -711,64 2671.01 2630.84 66.49
4700.00 4266.36 3450.46 3105.71 33.82 26.95 147,89 1040.87 -737.43 2726.532685.50 66.45
4800,00 4364.84 3530.49 3173.06 34.20 27.85 147,35 1075,52 -763.23 2782.19 2740.21 66.27
4900.00 4463.32 3610.51 3240.42 34.57 28,75 146.84 1110.18 -789.03 2838.032795.10 66.11

5000.00 4561.80 3690.53 3307,78 34.95 29,66 146.34 1144.84 -814.83 2894.03 2850.16 65.98
5100.00 4660.28 4713.47 4245,73 35.32 36,66 143,32 1451.58 -1043.17 2949.50 2899.81 59.36
5200,00 4758.76 4809.53 4340,33 35.70 37,00 143,33 1464.96 -1053.13 2977.28 2927.04 59.25
5243,90 4802.00 4851.70 4381,87 35.87 37,15 143,33 1470.83 -1057.51 2989.48 2938.99
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ConocoPhillips :ro=o==:a
ding6

Midland, TX 79705

June 22, 2010

Bureau of Land Management Division of Oil, Gas, and Mining
125 South 600 West P.O, Box 145801
Price, Utah 84501 Salt Lake City, Utah 84114

RE: Two Well Pad
SESE of Section 9-15S-8E
Carbon County, Utah

Ladies and Gentlemen:

ConocoPhillips Company currently has an option to purchase the 40 acres referenced
above from the current owner, Plateau Mining Corporation. The intent is to purchase this
property as soon as the Mining Permit has been amended to e×clude this acreage. At the time
the permit is amended, a self certificationand/or affidavitindicating that ConocoPhillips Company
is the owner of the property will be filed with each respective agency listed above. There will be
no construction of the oil and gas project until such timeas the mining permit has been amended,

Should you have any questions, or need additional information, please do not hesitate to
contact me at 432-688-6943.

Sin erely,

Donn Williams
Sr. Regulatory Compliance

1-86
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SURFACE USE PLAN

Attached to Form 3
ConocoPhillips Company
Utah 16-527D
Surf: 160.54 FSL & 231.02 FEL (SESE) of 9-158-8E
BHL: 1325 FNL & 1295 FEL (SENE) of 16-15S-8E
Carbon County, Utah

1. Existing Roads
a. We do not plan to change, alter or improve upon any existing state or county

roads.
b. Existing roads will be maintained in the same or better condition. See Exhibit

"B".

2. Planned Access
Approximately ~200' of new access is required. (Refer to Drawing L-1)

a. Maximum Width: 24' travel surface with 27' base

b. Maximum grade: R

c. Turnouts: None

d. Drainage design: Up to 3 culverts may be required. Water will be diverted
around well pad as necessary.

e. If the well is productive, the road will be surfaced and maintained as
necessary to prevent soil erosion and accommodate year-round traffic.

f. Pipe and power lines willfollow the proposed access road.

3. Location of Existing Wells

a. Refer to Drawing L-1.

4. Location of Existing and/or Proposed Facilities

a. If the well is a producer, installation of production facilities will be as shown on
Exhibit "H". Buried powerlines run along access on the east and north,
gathering lines on the south or west.

b. Rehabilitation of all pad areas not used for production facilities will be made in
accordance with landowner stipulations.
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5. Location and Type of Water Supply

a. Water to be used for drilling willbe purchased from the Price River Water
Improvement District (a local source of municipal water) (tel.435-637-6350)

b. Water will be transported by truckover approved access roads.

c. No water well is to be drilled for this location.

6. Source of Construction Materials

a. Any necessary construction materials needed will be obtained locally and
hauled to the location on existing roads.

b. No construction or surfacing materials will be taken from Federal/Indian land.

7. Methods for handling waste disposal

a. As the well will be air drilled, a small reserve pit will be constructed with a
minimum of one-half the total depth below the original ground surface on the
lowest point within the pit The pit will not be lined unless conditions
encountered during construction warrant it or if deemed necessary by the
DOGM representative during the pre-site inspection. Three sides of the
reserve pit will be fenced within 24 hours after completion of construction and
the fourth side within 24 hours after drilling operation cease with woven wire
topped with barbed wire to a height of not less than four feet. The fence will
be kept in good repair while the pit is drying.

b. Following drilling, the liquid waste will be evaporated from the pit and the pit
back-filled and returned to natural grade. No liquid hydrocarbons will be
discharged to the reserve pit or location.

c. In the event fluids are produced, any oil will be retained in tankage until sold
and any water produced will be retained until its quality can be determined.
The quality and quantity of the water will determine the method of disposal.

c. Trash will be contained in a portable metal container and willbe hauled from
location periodically and disposed of at an approved disposal site. Chemical
toilets will be placed on location and sewage will be disposed of at an
appropriate disposal site.
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8. Ancillary Facilities

a. We anticipate no need for ancillary facilities with the exception of one trailerto
be located on the drill site.

9. Wellsite Layout

a. Available topsoilwillbe removed from the location and stockpiled. Location of
mud tanks, reserve and berm pits, and soil stockpiles will be located as
shown on the attachments.

b. A blooie pit will be located 100' from the drill hole. A line will be placed on the
surface from the center hole to the pit. The pit will be lined, but will be fenced
on four sides to protect livestock/wildlife.

c. Access to the well pad will be as shown on Drawing A-2 and L-1.

d. Natural runoff will be diverted around the well pad.

10. Plans for Restoration of Surface

a. All surface areas not required for producing operations will be graded to as
near original condition as possible and contoured to maintain possible
erosion to a minimum,

b. Available topsoil will be stockpiled and will be evenly distributed over the
disturbed areas and the area will be reseeded as prescribed by the
landowner.

c. Pits and any other area that would present a hazard to wildlife or livestock will
be fenced off when the rig is released and removed.

11. Surface Ownership:

a. The wellsite and access road will be constructed on lands owned by Plateau
Mining Corporation. Please see attached letter for further information. The
operator shall contact the landowner representative and the Division of Oil,
Gas and Mining 48 hours prior to beginning construction activities
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12. Other Information:

a. The primary surface use is farming and grazing. The nearest dwelling is
approximately 2 miles east/north

b. Nearest live water is the Serviceberry Creek located approximately .1 mile
northeast.

c. If there is snow on the ground when construction begins, it will be removed
before the soil is disturbed and piled downhill from the topsoil stockpile
location,

d. The backslope and foreslope will be constructed no steeper than 4:l.

e. AIIequipment and vehicles will be confined to the access road and well pad.

f. A complete copy of the approved Application for Permit to Drill (APD)
including conditions and stipulations, shall be on the wellsite during
construction and drilling operations.

There will be no deviation from the proposed drillingand/or workover program without
prior approval from the Division of Oil, Gas & Mining.
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Proposed BOPE Configuration & Testing I Utah - Drunkards Wash
(3M psi System - Minimum Requirement)
H&P Rig 275 (Current Equipment: 11"x3M Annular, 11"x5M Double Ram & 3M Choke Manifold)

Rotating Head (Weatherford 9000)

Annular Preventer 11" x 3M psi

Blind Ram 11" x 5M psi

Choke & KillLine Valves
(Between Blind & Pipe Rams)

Pipe Ram 11" x 5M psi

Spool (11"x3M to 11"×5M)
Choke Manifold 3M psi

Casing Head 11" x 3M psi
RMea

u
AHd

s a
eCChhokkeex11

Proposed Pressure Testing Requirements

Annular Preventer: 250 psi I 5 minutes & 2,100 psi / 10 minutes
Blind Rams: 250 psi I 5 minutes & 3,000 psi I 10 minutes
Pipe Rams: 250 psi / 5 minutes & 3,000 psi / 10 minutes
C&KValves: 250 psi / 5 minutes & 3,000 psi / 10 minutes
Manifold: 250 psi / 5 minutes & 3,000 psi I 10 minutes

Test with clear water
When installed, a pressure tested seal is broken, following repairs, 30 day intervals (BLM)/ 21 day
intervals
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ConocoPhillips aver:=:zas
Midland, TX 79705

June 22, 2010

Utah Division of Oil, Gas, and Mining
1594 W North Temple, Suite 1210
Salt Lake City, Utah 84116

RE: Directional Drilling Request
Utah 16-527D
SESE of 9-155-8E to SENE of 16-155-8E
Carbon County, Utah

Ladies and Gentlemen:

ConocoPhillips Company respectfully request approval to directionally drill to
approximately 1850' southwest of the original surface location. This request is due to the
topographywhich prevented the surface location from being located at that point. We are
requesting approval to directionally drillfrom a surface locationof 160.54 FSL & 231.02 FEL
(SESE) of 9-155-8E to a proposed bottomhole location of 1325 FNL& 1295 FEL(SENE of 16-155-
8E, all of which is in the Drunkards Wash Unit which COP operates. Furthermore, COP is the
owner/operator of a radius of 460' along the terminusof the entire lateral to be drilled.

Should you have any questions, or need additional information, please do not hesitate to
contact me at 432-688-6943.

S ncer ly,

Donna ¯ iams
Sr. Regulatory Specialist

1-86
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Operator Certification

13. Company Representative:
Mail Approved APD to:

Gilbert Vasquez Donna Williams
Construction Supervisor Sr. Regulatory Specialist
ConocoPhillips Company ConocoPhillips Company
P.O. Box 851 P.O. Box 51810
6825 South 5300 West Midland, Texas 79710-1810
Price, Utah 84501
435-613-9777 432-688-6943

Excavation Contractor:
Larry Jensen, Vice President
Nelco Contractors Inc.
435-637-3495
435-636-5268

CERTIFICATION:

I hereby certify that I, or persons under my direct supervision, have inspected the proposed
drillsite and access route; that I am familiar with the conditions which presently exist; that the
statements m e in this APD package are, to the best of my knowledge, true and correct;
and, that tewk associated with the operations proposed herein will be performed by
ConocoP flips C mpany and its contractors and subcontractors in conformity with this plan
and tet rms and conditions under which it is approved.

nn Williams
Sr. Regatatory
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SPECIAL WARRANTY DEED

THIS SPECIAL WARRANTY DEED is made and entered inlo effective the day of
ÎUly . 2010,byand between PLATEAU MININGCORPORATION, a Delaware

corporácn, with an address at P. O. Box 30, Helper, Utah 64526 (hereinefter referred to as
Grantor'Tand CONOCOPHILUPS COMPANY. a Delaware corporation vith an address of

3960 E 56" Avenue, Commerce City, Colorede 80022 (hereinauer referred to as "Grantee").

WITNESSETH, THAT, Grantor. for and in consideration of thé surn of Ten Dollars ($10 00) and
other good and valuable consideration, the receipt end sufficiency of which are heraby
acknowledged, does hereby grant and convey urdo e saia Grantee, and to Grantee's
successors and assigns forever. all of Grantofs right, title, interest. claim and demand. both at
law and m ecuñy. of. in and to the surface estate only of that certain tract parcel or lot of land
located in the County of Carbon, State of Utah, as further described below:

Township 15 South, Range 8 East SLB&M
Section 9: SEf4 SEi4

containing 40,00 acres, more or less, and Grantor does hereby covenant and agree to ar:d with
the said Grantee and Gra.ntee's successors and assigns that Grantor will speciany warrant and
defend against its own acts and none others

1N WITNESS WHEREOF. Grantor has executed this Specia! Vilarranty Dead efilective the date
and year first above wrinen.

PLATER ffNING CORPORATION

LarÈX& Dea /
Vice Pfesident, Sales and Marketing

.1

CORPORATE ACKNOWLEDGMENT- UTAH FORM

STATE OF COLORADO )
) ss.

COUNTY OF DOUGLAS)

The foregoing instrument was acknowledged before me this .
day of 2.fut/ E

.

2010.

by Larry R Deal, the Vice Preskient, Sales and Marketing of Plateau Mining Corporation a

Delaware corporal

Not ry Pubîlc

Address

My Commission expires: 5 18 200

UT Specia! Warrenty



BOPE REVIEW           CONOCOPHILLIPS COMPANY   Utah 16-527D  43007500320000

Well Name

String

Casing Size(")

Setting Depth (TVD)

Previous Shoe Setting Depth (TVD)

Max Mud Weight (ppg)

BOPE Proposed (psi)

Casing Internal Yield (psi)

Operators Max Anticipated Pressure (psi)

  Calculations Surf String 9.625 "

Max BHP (psi) .052*Setting Depth*MW=  

   BOPE Adequate For Drilling And Setting Casing at Depth?

MASP (Gas) (psi) Max BHP-(0.12*Setting Depth)=  

MASP (Gas/Mud) (psi) Max BHP-(0.22*Setting Depth)=  

   *Can Full Expected Pressure Be Held At Previous Shoe?

Pressure At Previous Shoe Max BHP-.22*(Setting Depth - Previous Shoe Depth)=  

Required Casing/BOPE Test Pressure= psi

*Max Pressure Allowed @ Previous Casing Shoe= psi     *Assumes 1psi/ft frac gradient

  Calculations Prod String 5.500 "

Max BHP (psi) .052*Setting Depth*MW=  

   BOPE Adequate For Drilling And Setting Casing at Depth?

MASP (Gas) (psi) Max BHP-(0.12*Setting Depth)=  

MASP (Gas/Mud) (psi) Max BHP-(0.22*Setting Depth)=  

   *Can Full Expected Pressure Be Held At Previous Shoe?

Pressure At Previous Shoe Max BHP-.22*(Setting Depth - Previous Shoe Depth)=  

Required Casing/BOPE Test Pressure= psi

*Max Pressure Allowed @ Previous Casing Shoe= psi     *Assumes 1psi/ft frac gradient

  Calculations String "

Max BHP (psi) .052*Setting Depth*MW=  

   BOPE Adequate For Drilling And Setting Casing at Depth?

MASP (Gas) (psi) Max BHP-(0.12*Setting Depth)=  

MASP (Gas/Mud) (psi) Max BHP-(0.22*Setting Depth)=  

   *Can Full Expected Pressure Be Held At Previous Shoe?

Pressure At Previous Shoe Max BHP-.22*(Setting Depth - Previous Shoe Depth)=  

Required Casing/BOPE Test Pressure= psi

*Max Pressure Allowed @ Previous Casing Shoe= psi     *Assumes 1psi/ft frac gradient

  Calculations String "

Max BHP (psi) .052*Setting Depth*MW=  

   BOPE Adequate For Drilling And Setting Casing at Depth?

MASP (Gas) (psi) Max BHP-(0.12*Setting Depth)=  

MASP (Gas/Mud) (psi) Max BHP-(0.22*Setting Depth)=  

   *Can Full Expected Pressure Be Held At Previous Shoe?

Pressure At Previous Shoe Max BHP-.22*(Setting Depth - Previous Shoe Depth)=  

Required Casing/BOPE Test Pressure= psi

*Max Pressure Allowed @ Previous Casing Shoe= psi     *Assumes 1psi/ft frac gradient

CONOCOPHILLIPS COMPANY Utah 16-527D 43007500320000

Surf Prod

9.625 5.500

450 5244

20 450

8.4 8.4

500 3000

3520 7740

1800 6.6

197

143 YES air drill

98 YES OK

102 NO OK

450

20

2291

1662 YES air drill

1137 YES OK

1236 NO Reasonable

3000

450

NO

NO

NO

NO

NO

NO

BOPE REVIEW CONOCOPHILLIPS COMPANY Utah 16-527D 43007500320000

Well Name CONOCOPHILLIPS COMPANY Utah 16-527D 43007500320000

String Surf Prod

Casing Size(") 9.625 5.500

Setting Depth (TVD) 450 5244

Previous Shoe Setting Depth (TVD) 20 450

Max Mud Weight (ppg) 8.4 8.4

BOPE Proposed (psi) 500 3000

Casing Internal Yield (psi) 3520 7740

Operators Max Anticipated Pressure (psi) 1800 6.6

Calculations Surf String 9.625 "

Max BHP (psi) .052*Setting Depth*MW= 197

BOPE Adequate For Drilling And Setting Casing at Depth?

MASP (Gas) (psi) Max BHP-(0.12*Setting Depth)= 143 YES air drill

MASP (Gas/Mud) (psi) Max BHP-(0.22*Setting Depth)= 98 YES OK

*Can Full Expected Pressure Be Held At Previous Shoe?

Pressure At Previous Shoe Max BHP-.22*(Setting Depth - Previous Shoe Depth)= 102 NO OK

Required Casing/BOPE Test Pressure= 450 psi

*Max Pressure Allowed @ Previous Casing Shoe= 20 psi *Assumes 1psi/ft frac gradient

Calculations Prod String 5.500 "

Max BHP (psi) .052*Setting Depth*MW= 2291

BOPE Adequate For Drilling And Setting Casing at Depth?

MASP (Gas) (psi) Max BHP-(0.12*Setting Depth)= 1662 YES air drill

MASP (Gas/Mud) (psi) Max BHP-(0.22*Setting Depth)= 1137 YES OK

*Can Full Expected Pressure Be Held At Previous Shoe?

Pressure At Previous Shoe Max BHP-.22*(Setting Depth - Previous Shoe Depth)= 1236 NO Reasonable

Required Casing/BOPE Test Pressure= 3000 psi

*Max Pressure Allowed @ Previous Casing Shoe= 450 psi *Assumes 1psi/ft frac gradient

Calculations String "

Max BHP (psi) .052*Setting Depth*MW=

BOPE Adequate For Drilling And Setting Casing at Depth?

MASP (Gas) (psi) Max BHP-(0.12*Setting Depth)= NO

MASP (Gas/Mud) (psi) Max BHP-(0.22*Setting Depth)= NO

*Can Full Expected Pressure Be Held At Previous Shoe?

Pressure At Previous Shoe Max BHP-.22*(Setting Depth - Previous Shoe Depth)= NO

Required Casing/BOPE Test Pressure= psi

*Max Pressure Allowed @ Previous Casing Shoe= psi *Assumes 1psi/ft frac gradient

Calculations String "

Max BHP (psi) .052*Setting Depth*MW=

BOPE Adequate For Drilling And Setting Casing at Depth?

MASP (Gas) (psi) Max BHP-(0.12*Setting Depth)= NO

MASP (Gas/Mud) (psi) Max BHP-(0.22*Setting Depth)= NO

*Can Full Expected Pressure Be Held At Previous Shoe?

Pressure At Previous Shoe Max BHP-.22*(Setting Depth - Previous Shoe Depth)= NO

Required Casing/BOPE Test Pressure= psi

*Max Pressure Allowed @ Previous Casing Shoe= psi *Assumes 1psi/ft frac
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43007500320000 Utah 16-527D
Casing Schem; c ce

ho

I
Surface

9-5/8" Surface
MW 8.3 450. MD
Frac 19.3 450. TVD

i

5-1/2" Produc6on
MW 8.3 5244. MD

4802.
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Weli name: 43007500320000 Utah 16-527D
operator: CONOCOPHILLIPS COMPANY
String type: Surface Project ID:

43-007-50032
Location: CARBON COUNTY

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 8.330 ppg Design factor 1.125 Surface temperature: 74 °F
Design is based on evacuated pipe. Bottom hole temperature: 80 °F

Temperature gradient: 1.40 °F/100ft
Minimum section length: 100 ft

Design factor 1.00 Cement top: Surface

Max anticipated surface
pressure: 396 psi

Internal gradient: 0.120 psilft Tension: Non-directional string.
Calculated BHP 450 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.70 (J)
No backup mud specified, Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B) Re subsequent strings:

Next setting depth: 5,244 ft
Tension is based on air weight. Next mud weight: 8.400 ppg
Neutral point: 395 ft Next setting BHP: 2,288 psi

Fracture mud wt: 19.250 ppg
Fracture depth: 450 ft
Injection pressure: 450 psi

Run Segment Nominal End True Vert Measured Drift Est.
Seq Length Size Weight Grade Finish Depth Depth Diameter Cost

(ft) (in) (Ibs/ft) (ft) (ft) (in) ($)
1 450 9.625 36.00 J-55 ST&C 450 450 8.796 3911

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (kips) (kips) Factor
1 195 2020 10.373 450 3520 7.82 16.2 394 24.32 J

Prepared Helen Sadik-Macdonald Phone: 801 538-5357 Date: July 26,2010
by: Div of Oil,Gas &Mining FAX:801-359-3940 Salt Lake City,Utah

Remarks:
Collapse is based on a vertical depth of 450 ft, a mud weight of 8.33 ppg The casing is considered to be evacuated for collapse purposes.
Collapse strength is based on theWestcott, Dunlop &Kemler method of biaxial correction for tension.

Burst strength is not adjusted for tension.

Engineering responsibility for use of thisdesign will be thatof the
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Weil name: 43007500320000 Utah 16-627D
operator: CONOCOPHILLIPSCOMPANY
String type: Production Project 10:

43-007-50032
Location: CARBON COUNTY

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 8.330 ppg Design factor 1.125 Surface temperature: 74 °F
Design is based on evacuated pipe. Bottom hole temperature: 141 °F

Temperature gradient: 1.40 °F/100ft
Minimum section length: 100 ft

Design factor 1.00 Cement top: 299 ft
Burst

Max anticipated surface
pressure: 1,021 psi

Internal gradient: 0.220 psilft Tension: Directional Info - Build & Drop
Calculated BHP 2,078 psi 8 Round STC: 1.80 (J) Kick-off point 550 ft

8 Round LTC: 1.80 (J) Departure at shoe: 1830 ft
No backup mud specified. Buttress: 1.60 (J) Maximum dogleg: 3 °/100ft

Premium: 1.50 (J) Inclination at shoe: 10 *

Body yield: 1.60 (B)

Tension is based on air weight.
Neutral point: 4,628 ft

Run Segment Nominal End True Vert Measured Drift Est.
Seq Length Size Weight Grade Finish Depth Depth Diameter Cost

(ft) (in) (Ibs/ft) (ft) (ft) (in) ($)
1 5244 5.5 17.00 L-80 LT&C 4802 5244 4.767 33226

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (kips) (kips) Factor
1 2078 6290 3.027 2078 7740 3.72 81.6 338 4.14 J

Prepared Helen Sadik-Macdonald Phone: 801 538-5357 Date: July 26,2010
by: Div of Oil,Gas &Mining FAX: 801-359-3940 Salt Lake City,Utah

Remarks:
Collapse is based on a verticaldepth of 4802 ft, a mud weight of 8.33 ppg The casing is considered to be evacuated for collapse purposes.
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxialcorrectionfor tension.

Burst strength is not adjusted for tension.
Collapse strength is (biaxially) derated for doglegs in directional wells by multiplyingthe tensilestress by the cross section area to calculate a

Engineering responsibility for use of thisdesign wi/Ibe thatof the
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STATE OF UTAH, DIVISION OF WATER RIGHTS Page 1 of 3

Search all of Utah.gov »

Utah Division of Water Rig
Output Listing

Version: 2009.05.06.00 Rundate: 08/02/2010 03:51 PM o

Radius search of 5280 feet from a point N160 W231 from the SE corner, section 09, Township 15S, Range 8E, SL b&m Criteria:wrtypes=W,C,E
podtypes=S,U,Sp status=U,A,P usetypes=all

http://utstnrwrt6.waterrights.utah.gov/cgi-bin/mapserv.exe
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STATE OF UTAH, DIVISION OF WATER RIGHTS Page 2 of 3

91-3555

91-59

|

a14235

17 16 15

0 700 1400 2100 2800 Ft

Water Rights

http://utstnrwrt6.waterrights.utah.gov/cgi-bin/mapserv.exe
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STATE OF UTAH, DIVISION OF WATER RIGHTS Page 3 of 3
WR Diversion Well Status Priority Uses CFS ACFT Owner NameNumber Type/Location Log

CYPRUS PLATEAU MINING91-3555 Underground P 19720816 X 0.910 138.420 CORPORATION
N630 E1740 SW 10 15S P.O. BOX DRAWER PMC8E SL

91-57 Surface P 19170522 D 0.005 0.000 PLATEAU MINING COMPANY
Sl851 W1803 NE 16 P.O. DRAWER 700715S 8E SL

C/0 WAYNER BAKER PLATEAU91-2 Surface P 19171103 D 0.013 0.000 MINING COMPANY
N249 E948 S4 09 15S CARBONVILLE UT 845018E SL

a14235 Surface A 19870305 DX 0.023 16.720 PLATEAU MINING COMPANY
Sl851 W1803 NE 16 P.O. DRAWER 700715S 8E SL

Utah Division of Water Rights | 1594 West North Temple Suite 220, P.O. Box 146300, Salt Lake City, Utah 84114-6300 | 801-538-7240
Natural Resources | Rom | Disclaimer | Privacy Policy | Accessibility Policy | Emergency Evacuation Plan

http://utstnrwrt6.waterrights.utah.gov/cgi-bin/mapserv.exe



ON-SITE PREDRILL EVALUATION
Utah Division of Oil, Gas and Mining 

Operator CONOCOPHILLIPS COMPANY 

Well Name Utah 16-527D

API Number 43007500320000 APD No 2749 Field/Unit DRUNKARDS WASH

Location: 1/4,1/4 SESE       Sec  9   Tw  15.0S    Rng  8.0E    160   FSL   231   FEL

GPS Coord (UTM) 498103  4375154 Surface Owner Plateau Mining Corporation 
 

Participants

M. Jones (DOGM), G. Vasquez, G. Hamilton, D. Williams (Conoco), M. Hendricks, R. Miner (BLM), L. Johnson,

(Talon) J. Nielson, C. Rich (Nielson's)
 

Regional/Local Setting & Topography

Property is owned by Plateau Mining and is in negotiations to sell the 40 acres that the well pad is staked on to

ConocoPhillips. This should be finalized prior to a permit being issued. The property is located in what is called

Wattis. The site is an old mining location reclaim area. Topography for location is relatively flat in comparision to

surrounding topography and slopes to the northeast.
 

Surface Use Plan

Current Surface Use

Mining

Wildlfe Habitat

Deer Winter Range
 

New Road Miles Well Pad Src Const Material Surface Formation

0 Width 240   Length 375 Onsite
 

Ancillary Facilities  
 

Waste Management Plan Adequate?
 

Environmental Parameters

Affected Floodplains and/or Wetlands  N
 

Flora / Fauna

Reclaimed mine site. Grasses and brush dominate the reclaimed area.
 

Soil Type and Characteristics

rocky clay loam
 

Erosion Issues  N
 

Sedimentation Issues  N
 

Site Stability Issues  N
 

Drainage Diverson Required?  Y

Drainage diversions required on east side and along acceess at west side.
 

Berm Required?  Y

8/3/2010 Page 1
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ON-SITE PREDRILL EVALUATION
Utah Division of Oil, Gas and Mining

Operator CONOCOPHILLIPS COMPANY
Well Name Utah 16-527D

API Number 43007500320000 APD No 2749 Field/Unit DRUNKARDS WASH
Location: 1/4,1/4 SESE Sec 9 Tw 15.0S Rng 8.0E 160 FSL 231 FEL
GPS Coord (UTM) 498103 4375154 Surface Owner Plateau Mining Corporation

Participants
M. Jones (DOGM), G. Vasquez, G. Hamilton, D. Williams (Conoco), M. Hendricks, R. Miner (BLM), L. Johnson,
(Talon) J. Nielson, C. Rich (Nielson's)

Regional/Local Setting & Topography
Property is owned by Plateau Mining and is in negotiations to sell the 40 acres that the well pad is staked on to
ConocoPhillips. This should be finalized prior to a permit being issued. The property is located in what is called
Wattis. The site is an old mining location reclaim area. Topography for location is relatively flat in comparision to
surrounding topography and slopes to the northeast.

Surface Use Plan
Current Surface Use
Mining
Wildlfe Habitat
Deer Winter Range

New Road Miles Well Pad Src Const Material Surface Formation
0 Width 240 Length 375 Onsite

Ancillary Facilities

Waste Management Plan Adequate?

Environmental Parameters
Affected Floodplains and/or Wetlands N

Flora / Fauna
Reclaimed mine site. Grasses and brush dominate the reclaimed area.

Soil Type and Characteristics
rocky clay loam

Erosion Issues N

Sedimentation Issues N

Site Stability Issues N

Drainage Diverson Required? Y
Drainage diversions required on east side and along acceess at west side.

Berm Required? Y

I
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Berm the location.
 

Erosion Sedimentation Control Required?  N
 

Paleo Survey Run?  Y     Paleo Potental Observed?  N     Cultural Survey Run?  Y     Cultural Resources?  N
 

Reserve Pit
 

Site-Specific Factors Site Ranking  

Distance to Groundwater (feet) >200 0

Distance to Surface Water (feet) >1000 0

Dist. Nearest Municipal Well (ft) >5280 0

Distance to Other Wells (feet) 20

Native Soil Type High permeability 20

Fluid Type Fresh Water 5

Drill Cuttings Normal Rock 0

Annual Precipitation (inches) 10 to 20 5

Affected Populations

Presence Nearby Utility Conduits Present 15

 

Final Score 65 1 Sensitivity Level
 

Characteristics / Requirements

Dugout earthen external to pad layout. (85x20x5). On south side of pad. Liner required
 

Closed Loop Mud Required? N   Liner Required? Y   Liner Thickness 12   Pit Underlayment Required? N 
 

Other Observations / Comments

Property was in negotiation of being sold to ConocoPhillips at the time of the pre-site. That sale did go through.

ConocoPhillips is now the owner of the surface. This is a two well pad. BLM recommended big game winter

closure restrictions.
 

Mark Jones 5/26/2010

Evaluator Date / Time
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Berm the location.

Erosion Sedimentation Control Required? N

Paleo Survey Run? Y Paleo Potental Observed? N Cultural Survey Run? Y Cultural Resources? N

Reserve Pit

Site-Specific Factors Site Ranking

Distance to Groundwater (feet) >200 0
Distance to Surface Water (feet) >1000 0
Dist. Nearest Municipal Well (ft) >5280 0

Distance to Other Wells (feet) 20
Native Soil Type High permeability 20

Fluid Type Fresh Water 5
Drill Cuttings Normal Rock 0

Annual Precipitation (inches) 10 to 20 5
Affected Populations

Presence Nearby Utility Conduits Present 15
Final Score 65 1 Sensitivity Level

Characteristics / Requirements
Dugout earthen external to pad layout. (85x20x5). On south side of pad. Liner required

Closed Loop Mud Required? N Liner Required? Y Liner Thickness 12 Pit Underlayment Required? N

Other Observations / Comments
Property was in negotiation of being sold to ConocoPhillips at the time of the pre-site. That sale did go through.
ConocoPhillips is now the owner of the surface. This is a two well pad. BLM recommended big game winter
closure restrictions.

Mark Jones 5/26/2010
Evaluator Date / Time

I
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APD No API WellNo Status Well Type Surf Owner CBM

2749 43007500320000 LOCKED GW P Yes

Operator CONOCOPHILLIPS COMPANY Surface Owner-APD Plateau Mining Corporation 

Well Name Utah 16-527D Unit DRUNKARDS WASH 

Field DRUNKARDS WASH Type of Work DRILL

Location SESE    9    15S    8E    S    160 FSL    231 FEL    GPS Coord (UTM)    498106E    4375154N

Geologic Statement of Basis

The sandy, silty, moderately permeable soil is likely to be developed on the Upper Portion of the Blue Gate

Member of the Mancos Shale (above the Emery Sandstone Member of the Mancos Shale). The thin Emery

Sandstone and Garley Canyon Members of the Mancos Shale are sufficiently deep as to be impractical to reach

by extending the casing (> 1,000'). The proposed casing and cement will adequately isolate any shallow zones

containing water. One water right has been filed for underground water resources within a mile of the location.

Chris Kierst

APD Evaluator

8/2/2010

Date / Time

Surface Statement of Basis

Pre-site evaluation was done in conjunction with the BLM due to the fact that this is a dual well pad, two

directional wells off this pad, one into a State lease one into a federal lease. BLM recommended big game

winter closure for this pad. The pit will be a dugout earthen pit and will need to be lined with a 12 mil

minimum liner. If sharp rocks are found while excavating the pit then and underlayment should be used. The

drainages will be re-routed away from the pad and access road.

Mark Jones

Onsite Evaluator

5/26/2010

Date / Time

Conditions of Approval / Application for Permit to Drill

Category Condition

Pits A synthetic liner with a minimum thickness of 12 mils shall be properly installed and maintained in the reserve pit.

Surface The well site shall be bermed to prevent fluids from leaving the pad.

Surface Drainages adjacent to the proposed pad shall be diverted around the location.

Surface The reserve pit shall be fenced upon completion of drilling operations.

 

Application for Permit to Drill

Statement of Basis

8/3/2010 Utah Division of Oil, Gas and Mining Page 1
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Application for Permit to Drill
Statement of Basis

8/3/2010 Utah Division of Oil, Gas and Mining Page i
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APD No API WellNo Status Well Type Surf Owner CBM
2749 43007500320000 LOCKED GW P Yes
Operator CONOCOPHILLIPS COMPANY Surface Owner-APD Plateau Mining Corporation
Well Name Utah 16-527D Unit DRUNKARDS WASH
Field DRUNKARDS WASH Type of Work DRILL
Location SESE 9 15S 8E S 160 FSL 231 FEL GPS Coord (UTM) 498106E 4375154N
Geolooic Statement of Basis

The sandy, silty, moderately permeable soil is likely to be developed on the Upper Portion of the Blue Gate
Member of the Mancos Shale (above the Emery Sandstone Member of the Mancos Shale). The thin Emery
Sandstone and Garley Canyon Members of the Mancos Shale are sufficiently deep as to be impractical to reach
by extending the casing (> 1,000'). The proposed casing and cement will adequately isolate any shallow zones
containing water. One water right has been filed for underground water resources within a mile of the location.

Chris Kierst 8/2/2010
APD Evaluator Date / Time

Surface Statement of Basis
Pre-site evaluation was done in conjunction with the BLM due to the fact that this is a dual well pad, two
directional wells off this pad, one into a State lease one into a federal lease. BLM recommended big game
winter closure for this pad. The pit will be a dugout earthen pit and will need to be lined with a 12 mil
minimum liner. If sharp rocks are found while excavating the pit then and underlayment should be used. The
drainages will be re-routed away from the pad and access road.

Mark Jones 5/26/2010
Onsite Evaluator Date / Time

Conditions of Approval/ Application for Permit to Drill
Category Condition
Pits A synthetic liner with a minimum thickness of 12 mils shall be properly installed and maintained in the reserve pit.
Surface The well site shall be bermed to prevent fluids from leaving the pad.
Surface Drainages adjacent to the proposed pad shall be diverted around the location.
Surface The reserve pit shall be fenced upon completion of drilling



WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 6/29/2010 API NO. ASSIGNED: 43007500320000

WELL NAME: Utah 16-527D   

OPERATOR: CONOCOPHILLIPS COMPANY (N2335) PHONE NUMBER: 432 688-6943

CONTACT: Donna Williams   

PROPOSED LOCATION: SESE 09 150S 080E Permit Tech Review:

SURFACE: 0160 FSL 0231 FEL Engineering Review:

BOTTOM: 1325 FNL 1295 FEL Geology Review:

COUNTY: CARBON 

LATITUDE: 39.52792 LONGITUDE: -111.02204

UTM SURF EASTINGS: 498106.00 NORTHINGS: 4375154.00

FIELD NAME: DRUNKARDS WASH   

LEASE TYPE: 3 - State   

LEASE NUMBER: ML 46105             PROPOSED PRODUCING FORMATION(S): FERRON COAL 

SURFACE OWNER: 4 - Fee COALBED METHANE: YES

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

PLAT R649-2-3.

Bond: STATE/FEE - 6196922      Unit:  DRUNKARDS WASH 

Potash R649-3-2. General

Oil Shale 190-5      

Oil Shale 190-3 R649-3-3. Exception

Oil Shale 190-13  Drilling Unit 

Water Permit: Price River Water Improvement District           Board Cause No:  Cause 243-6

RDCC Review:           Effective Date:  2/14/2001

Fee Surface Agreement           Siting:  460' Fr Unit Bdry & Uncommitted Tracts

Intent to Commingle R649-3-11. Directional Drill

 Commingling Approved  

Comments:          Presite Completed
                  APD IS IN UPOD: 

Stipulations:         1 - Exception Location - dmason
                             5 - Statement of Basis - bhill
                             12 - Cement Volume (3) - ddoucet
                             15 - Directional - dmason

WORKSHEET
APPLICATION FOR PERMIT TO DRILL

I

I

APD RECEIVED: 6/29/2010 API NO. ASSIGNED: 43007500320000

WELL NAME: Utah 16-527D

OPERATOR: CONOCOPHILLIPS COMPANY (N2335) PHONE NUMBER: 432 688-6943

CONTACT: Donna Williams

PROPOSED LOCATION: SESE 09 150S 080E Permit Tech Review:

SURFACE: 0160 FSL 0231 FEL Engineering Review:

BOTTOM: 1325 FNL 1295 FEL Geology Review:

COUNTY: CARBON

LATITUDE: 39.52792 LONGITUDE: -111.02204

UTM SURF EASTINGS: 498106.00 NORTHINGS: 4375154.00

FIELD NAME: DRUNKARDS WASH

LEASE TYPE: 3 - State

LEASE NUMBER: ML 46105 PROPOSED PRODUCING FORMATION(S): FERRON COAL

SURFACE OWNER: 4 - Fee COALBED METHANE: YES

I

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

PLAT R649-2-3.

Bond: STATE/FEE - 6196922 Unit: DRUNKARDS WASH

Potash R649-3-2. General

Oil Shale 190-5

Oil Shale 190-3 R649-3-3. Exception

Oil Shale 190-13 Drilling Unit

Water Permit: Price River Water Improvement District Board Cause No: Cause 243-6

RDCC Review: Effective Date: 2/14/2001

Fee Surface Agreement Siting: 460' Fr Unit Bdry & Uncommitted Tracts

Intent to Commingle R649-3-11. Directional Drill

Commingling Approved

I

Comments: Presite Completed
APD IS IN UPOD:

Stipulations: 1 - Exception Location - dmason
5 - Statement of Basis - bhill
12 - Cement Volume (3) - ddoucet
15 - Directional -



Permit To Drill

******************
Well Name:  Utah 16-527D

API Well Number:  43007500320000

Lease Number:  ML 46105

Surface Owner:   FEE (PRIVATE) 

Approval Date:  8/3/2010

Issued to:
CONOCOPHILLIPS COMPANY, P.O. Box 51810, Midland, TX 79710

Authority:
Pursuant to Utah Code Ann. §40-6-1 et seq., and Utah Administrative Code R649-3-1 et seq., the
Utah Division of Oil, Gas and Mining issues conditions of approval, and permit to drill the listed
well. This permit is issued in accordance with the requirements of Cause 243-6. The expected
producing formation or pool is the FERRON COAL Formation(s), completion into any other zones
will require filing a Sundry Notice (Form 9). Completion and commingling of more than one pool
will require approval in accordance with R649-3-22.

Duration:
This approval shall expire one year from the above date unless substantial and continuous operation
is underway, or a request for extension is made prior to the expiration date

Exception Location:
Appropriate information has been submitted to DOGM and administrative approval of the requested
exception location is hereby granted. 

General:
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas Conservation
General Rules, and the applicable terms and provisions of the approved Application for permit to drill.

Conditions of Approval:
In accordance with Utah Admin. R.649-3-11, Directional Drilling, the operator shall submit a
complete angular deviation and directional survey report to the Division within 30 days following
completion of the well. 

Cement volume for Stage 1 on the 5 1/2" production string shall be determined from actual hole
diameter in order to place cement from the pipe setting depth back to 3950' MD (stage tool) as
indicated in the submitted drilling plan. 

Compliance with the Conditions of Approval/Application for Permit to Drill outlined in the
Statement of Basis (copy attached). 

Additional Approvals:
The operator is required to obtain approval from the Division of Oil, Gas and mining before

API Well No: 43007500320000API Well No: 43007500320000

State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER

GARY R. HERBERT Excutiw Drotor

comrwr Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BA2A
Lieuterard Gowrver Dusion Dmctor

Permit To Drill
kkkkkkkkkkkkkkkkkk

Well Name: Utah 16-527D
API Well Number: 43007500320000

Lease Number: ML 46105
Surface Owner: FEE (PRIVATE)
Approval Date: 8/3/2010

Issued to:
CONOCOPHILLIPS COMPANY, P.O. Box 51810, Midland, TX 79710

Authority:
Pursuant to Utah Code Ann. §40-6-1et seq., and Utah Administrative Code R649-3-1 et seq., the
Utah Division of Oil, Gas and Mining issues conditions of approval, and permit to drill the listed
well. This permit is issued in accordance with the requirements of Cause 243-6. The expected
producing formation or pool is the FERRON COAL Formation(s), completion into any other zones
will require filing a Sundry Notice (Form 9). Completion and commingling of more than one pool
will require approval in accordance with R649-3-22.

Duration:
This approval shall expire one year from the above date unless substantial and continuous operation
is underway, or a request for extension is made prior to the expiration date

Exception Location:
Appropriate information has been submitted to DOGM and administrative approval of the requested
exception location is hereby granted.

General:
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas Conservation
General Rules, and the applicable terms and provisions of the approved Application for permit to drill.

Conditions of Approval:
In accordance with Utah Admin. R.649-3-11, Directional Drilling, the operator shall submit a
complete angular deviation and directional survey report to the Division within 30 days following
completion of the well.

Cement volume for Stage 1 on the 5 1/2" production string shall be determined from actual hole
diameter in order to place cement from the pipe setting depth back to 3950' MD (stage tool) as
indicated in the submitted drilling plan.

Compliance with the Conditions of Approval/Application for Permit to Drill outlined in the
Statement of Basis (copy attached).

Additional Approvals:
The operator is required to obtain approval from the Division of Oil, Gas and mining



performing any of the following actions during the drilling of this well:
   • Any changes to the approved drilling plan – contact Dustin Doucet
   • Significant plug back of the well – contact Dustin Doucet
   • Plug and abandonment of the well – contact Dustin Doucet

Notification Requirements:
The operator is required to notify the Division of Oil, Gas and Mining of the following actions during
drilling of this well:
   • Within 24 hours following the spudding of the well – contact Carol Daniels
     OR 
     submit an electronic sundry notice (pre-registration required) via the Utah Oil & Gas website
     at https://oilgas.ogm.utah.gov
   • 24 hours prior to testing blowout prevention equipment - contact Dan Jarvis
   • 24 hours prior to cementing or testing casing – contact Dan Jarvis
   • Within 24 hours of making any emergency changes to the approved drilling program
     – contact Dustin Doucet
   • 24 hours prior to commencing operations to plug and abandon the well – contact Dan Jarvis

Contact Information:
The following are Division of Oil, Gas and Mining contacts and their telephone numbers (please
leave a voicemail message if the person is not available to take the call):
   • Carol Daniels   801-538-5284 - office
   • Dustin Doucet  801-538-5281 - office
                              801-733-0983 - after office hours
   • Dan Jarvis        801-538-5338 - office
                              801-231-8956 - after office hours

Reporting Requirements:
All reports, forms and submittals as required by the Utah Oil and Gas Conservation General Rules
will be promptly filed with the Division of Oil, Gas and Mining, including but not limited to:
   • Entity Action Form (Form 6) – due within 5 days of spudding the well
   • Monthly Status Report (Form 9) – due by 5th day of the following calendar month
   • Requests to Change Plans (Form 9) – due prior to implementation
   • Written Notice of Emergency Changes (Form 9) – due within 5 days
   • Notice of Operations Suspension or Resumption (Form 9) – due prior to implementation
   • Report of Water Encountered (Form 7) – due within 30 days after completion
   • Well Completion Report (Form 8) – due within 30 days after completion or plugging

Approved By:

Acting Associate Director, Oil & Gas 

API Well No: 43007500320000API Well No: 43007500320000

performing any of the following actions during the drilling of this well:
• Any changes to the approved drilling plan - contact Dustin Doucet
• Significant plug back of the well - contact Dustin Doucet
• Plug and abandonment of the well - contact Dustin Doucet

Notification Requirements:
The operator is required to notify the Division of Oil, Gas and Mining of the following actions during
drilling of this well:

• Within 24 hours following the spudding of the well - contact Carol Daniels
OR
submit an electronic sundry notice (pre-registration required) via the Utah Oil & Gas website
at https://oilgas.ogm.utah.gov

• 24 hours prior to testing blowout prevention equipment - contact Dan Jarvis
• 24 hours prior to cementing or testing casing - contact Dan Jarvis
• Within 24 hours of making any emergency changes to the approved drilling program

- contact Dustin Doucet
•24 hours prior to commencing operations to plug and abandon the well - contact Dan Jarvis

Contact Information:
The following are Division of Oil, Gas and Mining contacts and their telephone numbers (please
leave a voicemail message if the person is not available to take the call):

• Carol Daniels 801-538-5284 - office
• Dustin Doucet 801-538-5281 - office

801-733-0983 - after office hours
• Dan Jarvis 801-538-5338 - office

801-231-8956 - after office hours

Reporting Requirements:
All reports, forms and submittals as required by the Utah Oil and Gas Conservation General Rules
will be promptly filed with the Division of Oil, Gas and Mining, including but not limited to:

• Entity Action Form (Form 6) - due within 5 days of spudding the well
• Monthly Status Report (Form 9) - due by 5th day of the following calendar month
• Requests to Change Plans (Form 9) - due prior to implementation
• Written Notice of Emergency Changes (Form 9) - due within 5 days
• Notice of Operations Suspension or Resumption (Form 9) - due prior to implementation
• Report of Water Encountered (Form 7) - due within 30 days after completion
• Well Completion Report (Form 8) - due within 30 days after completion or plugging

Approved By:

Acting Associate Director, Oil &



API Well No: 43007500320000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 ML 46105 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 DRUNKARDS WASH 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 Utah 16-527D 

2. NAME OF OPERATOR:
 CONOCOPHILLIPS COMPANY

9. API NUMBER:
 43007500320000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 P.O. Box 51810 , Midland, TX, 79710 1810 432 688-6943  Ext 

9. FIELD and POOL or WILDCAT:
 DRUNKARDS WASH 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0160 FSL 0231 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SESE Section: 09 Township: 15.0S Range: 08.0E Meridian: S

COUNTY:
 CARBON 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

   SUBSEQUENT REPORT
Date of Work Completion:

 

   SPUD REPORT
Date of Spud:

7/30/2010

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The above well spud (conductor @ 80')on July 30, 2010 and cmted w/7 yds of
cmt. 

 

NAME (PLEASE PRINT) PHONE NUMBER 
 Donna Williams 432 688-6943

TITLE
 Sr. Regulatory Specialist

SIGNATURE
 N/A

DATE
 8/5/2010

August 05, 2010

iPI Well No: 43007500320000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING LEA OD5ESIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. DRUNKARDS WASH

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well Utah 16-527D

2. NAME OF OPERATOR: 9. API NUMBER:
CONOCOPHILLIPS COMPANY 43007500320000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
P.O. Bo× 51810 , Midland, TX, 79710 1810 432 688-6943 E×t DRUNKARDS WASH

4.LOCATIONOFWELL COUNTY:
FOOTAGESATSURFACE: CARBON

0160 FSL 0231 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SESE Section: 09 Township: 15.05 Range: 08.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat
o

UWENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

/ SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:

7/30/2010 REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLINRLREr
D e. WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above well spud (conductor @ 80')on July 30, 2010 and cmted w/7 yds of
cmt. Accepted by the

Utah Division of
Oil, Gas and Mining

FOR RECQgg LY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Donna Williams 432 688-6943 Sr. Regulatory Specialist

SIGNATURE DATE
N/A



API Well No: 43007500320000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 ML 46105 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 DRUNKARDS WASH 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 Utah 16-527D 

2. NAME OF OPERATOR:
 CONOCOPHILLIPS COMPANY

9. API NUMBER:
 43007500320000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 P.O. Box 51810 , Midland, TX, 79710 1810 432 688-6943  Ext 

9. FIELD and POOL or WILDCAT:
 DRUNKARDS WASH 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0160 FSL 0231 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SESE Section: 09 Township: 15.0S Range: 08.0E Meridian: S

COUNTY:
 CARBON 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

   SUBSEQUENT REPORT
Date of Work Completion:

8/3/2010

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: Redesign Pit 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 As per the discussion with Mark Jones w/DOGM and Don Stephens w/BLM on
August 3, the reserve pit had to be shifted approximately 10' south of the
platted position due to misinformation received from the drilling company.

This move will remain majority in the cut side and if needed, the fill side will
be matted or straw put in place. As this is a two well pad, this request is also

for the USA 9-670D (43-007-50031). Please find attached the redrawn pit
plat. 

 

NAME (PLEASE PRINT) PHONE NUMBER 
 Donna Williams 432 688-6943

TITLE
 Sr. Regulatory Specialist

SIGNATURE
 N/A

DATE
 8/9/2010

August 11, 2010

iPI Well No: 43007500320000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING LE EœD5ESIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. DRUNKARDS WASH

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well Utah 16-527D

2. NAME OF OPERATOR: 9. API NUMBER:
CONOCOPHILLIPS COMPANY 43007500320000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
P.O. Bo× 51810 , Midland, TX, 79710 1810 432 688-6943 E×t DRUNKARDS WASH

4.LOCATIONOFWELL COUNTY:
FOOTAGESATSURFACE: CARBON

0160 FSL 0231 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SESE Section: 09 Township: 15.05 Range: 08.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat
o

WENrkRCEPmOpRetion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

8/3/2010 OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLINRLREr
D e. WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER: Redesign Pit

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

As per the discussion with Mark Jones w/DOGM and Don Stephens w/BLM on
August 3, the reserve pit had to be shifted approximately 10' south of the Approved by the
platted position due to misinformation received from the drilling company. Utah Division of

This move will remain majority in the cut side and if needed, the fill side will Oil, Gas and Mining
be matted or straw put in place. As this is a two well pad, this request is also

for the USA 9-670D (43-007-50031). Please find attached the redrawn piDate: August 11, 2010
plat.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Donna Williams 432 688-6943 Sr. Regulatory Specialist

SIGNATURE DATE
N/A
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STATE OF UTAH FORM 6
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING

ENTITYACTION FORM

Operator: ConocoPhillips Company Operator Account Number: N 2335

Address: P.O. Box 51810

city Midland

state zip 79710 Phone Number: (432) 688-6943

Well I

99999 7/30/2010

Comments conductor set

Well 2

99999 7/30/2010

Comments: conductor set

Comments:
RECElVED
AUS09 2010

ACTION CODES:
A - Establishnew entityfor new well (single well on )V,OFOIL,GAS&MIMIBnnailliam

B - Add new welltoexisting entity (groupor unit well) Na e (PI ase Pri t) I

C - Re-assign well from one existing entity to another existingentity A A.
D - Re-assign well from one existingentity to a new entity Signature

E - Other (Explain in 'comments' section) Sr. Regulatory Specialist 8/5/2010
Title Date



API Well No: 43007500320000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 ML 46105 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 DRUNKARDS WASH 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 Utah 16-527D 

2. NAME OF OPERATOR:
 CONOCOPHILLIPS COMPANY

9. API NUMBER:
 43007500320000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 P.O. Box 51810 , Midland, TX, 79710 1810 432 688-6943  Ext 

9. FIELD and POOL or WILDCAT:
 DRUNKARDS WASH 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0160 FSL 0231 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SESE Section: 09 Township: 15.0S Range: 08.0E Meridian: S

COUNTY:
 CARBON 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

   SUBSEQUENT REPORT
Date of Work Completion:

9/5/2010

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: Resume Drilling 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Conductor was set on 7/30/2010. H&P # 275 was moved in and rigged up and
resumed drilling operations of surface hole on 9/5/2010. Drilled 12 1/4" hole
to 474'. Ran 9 5/8" 36# J55 casing and set at 464.5. Cemented to surface

with 426 sxs cmt. 

 

NAME (PLEASE PRINT) PHONE NUMBER 
 Donna Williams 432 688-6943

TITLE
 Sr. Regulatory Specialist

SIGNATURE
 N/A

DATE
 9/9/2010

September 09, 2010

September 13, 2010

iPI Well No: 43007500320000

FORM 9

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING LLE E D5ESIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen e×isting wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. DRUNKARDS WASH

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well Utah 16-527D

2. NAME OF OPERATOR: 9. API NUMBER:
CONOCOPHILLIPS COMPANY 43007500320000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
P.O. Box 51810 , Midland, TX, 79710 1810 432 688-6943 Ext DRUNKARDS WASH

4.LOCATIONOFWELL COUNTY:
FOOTAGES AT SURFACE: CARBON

0160 FSL 0231 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SESE Section: 09 Township: 15.05 Range: 08.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDat
of

WENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

9/5/2010 OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

O DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER: Resume Drilling

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Conductor was set on 7/30/2010. H&P # 275 was moved in and rigged up and
resumed drilling operations of surface hole on 9/5/2010. Drilled 12 1/4" holAccepted by the
to 474'. Ran 9 5/8" 36# J55 casing and set at 464.5. Cemented to surfaceUtah Division of

with 426 sxs cmt· Oil, Gas and Mining

FOR RE erŸ tÏ

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Donna Williams 432 688-6943 Sr. Regulatory Specialist

SIGNATURE DATE
N/A 9/9/2010

RECEIVED September 09,



API Well No: 43007500320000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 ML 46105 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 DRUNKARDS WASH 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 Utah 16-527D 

2. NAME OF OPERATOR:
 CONOCOPHILLIPS COMPANY

9. API NUMBER:
 43007500320000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 P.O. Box 51810 , Midland, TX, 79710 1810 432 688-6943  Ext 

9. FIELD and POOL or WILDCAT:
 DRUNKARDS WASH 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0160 FSL 0231 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SESE Section: 09 Township: 15.0S Range: 08.0E Meridian: S

COUNTY:
 CARBON 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

   SUBSEQUENT REPORT
Date of Work Completion:

9/17/2010

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: Reached Total Depth 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The above well drilled to total depth of 5252' MD. Ran 5 1/2" 17# M80 casing
to 5240' with DV tool at 4330.6'. Cemented w/1st stage: lead w/145 sxs Lite

Crete cmt (2.36 yield). No returns. Pump 2nd stage: lead w/650 sxs Lite Crete
cmt (2.36 yield)l. No returns. Bumped plug. DV tool closed. RDMO out.

Encountered water flow at a depth of 1685' and continued to see said flow
throughout the remainder of the drilling operations. 

 

NAME (PLEASE PRINT) PHONE NUMBER 
 Donna Williams 432 688-6943

TITLE
 Sr. Regulatory Specialist

SIGNATURE
 N/A

DATE
 9/21/2010

September 21, 2010

September 27, 2010

iPI Well No: 43007500320000

FORM 9

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING LLE E D5ESIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen e×isting wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. DRUNKARDS WASH

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well Utah 16-527D

2. NAME OF OPERATOR: 9. API NUMBER:
CONOCOPHILLIPS COMPANY 43007500320000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
P.O. Box 51810 , Midland, TX, 79710 1810 432 688-6943 Ext DRUNKARDS WASH

4.LOCATIONOFWELL COUNTY:
FOOTAGES AT SURFACE: CARBON

0160 FSL 0231 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SESE Section: 09 Township: 15.05 Range: 08.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDat ofUWENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

9/17/2010 OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

sPuD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

O DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER: Reached Total Depth

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above well drilled to total depth of 5252' MD. Ran 5 1/2" 17# M80 casing
to 5240' with DV tool at 4330.6'. Cemented w/1st stage: lead w/145 sxs LitAccepted by the

Crete cmt (2.36 yield). No returns. Pump 2nd stage: lead w/650 sxs Lite CreOtah Division of
cmt (2.36 yield)l. No returns. Bumped plug. DV tool closed. RDMO outOil, Gas and Mining

Encountered water flow at a depth of 1685' and continued to see sai fbR RE Othroughout the remainder of the drilling operations. err/

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Donna Williams 432 688-6943 Sr. Regulatory Specialist

SIGNATURE DATE
N/A 9/21/2010

RECEIVED September 21,



API Well No: 43007500320000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 ML 46105 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 DRUNKARDS WASH 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 Utah 16-527D 

2. NAME OF OPERATOR:
 CONOCOPHILLIPS COMPANY

9. API NUMBER:
 43007500320000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 P.O. Box 51810 , Midland, TX, 79710 1810 432 688-6943  Ext 

9. FIELD and POOL or WILDCAT:
 DRUNKARDS WASH 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0160 FSL 0231 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SESE Section: 09 Township: 15.0S Range: 08.0E Meridian: S

COUNTY:
 CARBON 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

   SUBSEQUENT REPORT
Date of Work Completion:

9/17/2010

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: Directional Drill 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The above well drilled to a total depth of 5252' MD. At this depth, the
bottomhole location is 1347.03 FNL & 1299.76 FEL (SENE) of Section

16-15S-8E. The certified directional survey is attached. 

 

NAME (PLEASE PRINT) PHONE NUMBER 
 Donna Williams 432 688-6943

TITLE
 Sr. Regulatory Specialist

SIGNATURE
 N/A

DATE
 9/28/2010

September 28, 2010

September 28, 2010

iPI Well No: 43007500320000

FORM 9

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING LLE E D5ESIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen e×isting wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. DRUNKARDS WASH

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well Utah 16-527D

2. NAME OF OPERATOR: 9. API NUMBER:
CONOCOPHILLIPS COMPANY 43007500320000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
P.O. Box 51810 , Midland, TX, 79710 1810 432 688-6943 Ext DRUNKARDS WASH

4.LOCATIONOFWELL COUNTY:
FOOTAGES AT SURFACE: CARBON

0160 FSL 0231 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SESE Section: 09 Township: 15.05 Range: 08.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDat
of

WENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

9/17/2010 OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

O DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER: Directional Drill

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above well drilled to a total depth of 5252' MD. At this depth, the
bottomhole location is 1347.03 FNL & 1299.76 FEL (SENE) of Section Accepted by the

16-155-8E. The certified directional survey is attached. Utah Division of
Oil, Gas and Mining

FOR RE er9 tÏ

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Donna Williams 432 688-6943 Sr. Regulatory Specialist

SIGNATURE DATE
N/A 9/28/2010

RECEIVED September 28,



September 28, 2010September 28, 2010

VES
VAUGHN ENERGY

State ofColorado
County Garfield

i Gany Fowler certify that I am employed by Vaughn Energy Señtices. That Ï did on the day(a)
of 9-5-10/9-6-10 through 9-5-10/9-6-10 conduct or supervise the takingof a HAGyro survey from a
depth of O feet to a depth of 447 feet that the data is true; correct, complete and
within the limitations of thetoolas set forin by Vaughn Energy Services, that1 am authorized and qualifed
to make this report that this sunrey was condricted at the at the request of Conoco Phillips for the

Utah Well # 16-527D API # 434)D750032 in Carbon County, Utah
andthatI have reviewedthisrepori and find that itconformsto the principles and procedures as set forth by
Vaughn Energy Services

GÉFowler
ServiceTechnician
Vaughn Energy Services

RECEIVED September 28,
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September 28, 2010September 28, 2010

WeatherlorŒ
Evaluation, Drilling & Intervention

10000 West County Rd. I l 6
P.O. Box 61028

Midland, TX USA 79711
Tel. (432) 561-8892 Fax (432) 561-8895

STATE OF UTAH
COUNTY OF CARBON

I, Jesse Coves certify that I am employed by Precision Energy

Services, Inc., a Weatherford Company, and on the days of 09/03/2010

through 09/15/2010 , I did conduct, or supervise the taking of a

Measurement While Drilling survey from a depth of 501 fL to a depth of

5201 ft., that the data is true, correct, complete, and within the limitations of the tool as

set forthby Weatherford; that I am authorized and qualified to make this report, that this

survey was conducted at the request of: ConocoPhiHips for the
Utah #16-527D well, in Carbon County, Utah; and find that it

conforms to the principlesand procedures as set forth by Weatherford.

Sincerely,

Jesse Aguilar
MWD Ops. Coordinator

RECEIVED September 28,
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ConocoPhillips Weatherford International Ltd.
WFT Survey Report X & Y's gggggg¶gg¶g¶

Company: ConocoPhilups Date: 9/15/2010 Time: 07 53:26 Page: 1
Field: Carbon Co, Utah (UTMZone 12) Co,ordinate(NE) Referenec: Well Utah #16-5270, True North
Site: Utah #16-527D Vertical (TVl)) Reference: SITE 7702 O
Well: Utah #16-527D Section (VS) Reference: Well (0 00N,0 00E,215.51Azi)
Wellpath: 1 Survey Calculation Method: Mmimum Curvature Db: Sybase

Survey: Wft Svy Start Date: 9/9/2010

Company: Weatherford Intemational Ltd. Engineer: Russell W. Joyner
Tool: MWD;MWD- Standard Tied-to: User Defined

Field: Carbon Co. Utah (UTMZone 12)

Map System:Universal Transverse Mercator Map Zone: UTMZone 12, North 114W to 108W
Geo Datum: NAD27 (Clarke 1866) Coordinate System: Well Centre
Sys Datum: Mean Sea Level Geomagnetic Model: lGRF2010

Site: Utah #16-5270

Site Position: Northing: 14354162.00 ft Latitude: 39 31 40.328 N
From: Map Easting: 1634186.00 ft Longitude: 111 1 19.589 W
Position Uncertainty: 0.00 ft North Reference: True
Ground Level: 7678.00 ft Grid Convergence: -0.01 deg

Well: Utah #16-527D Slot Name:

Well Position: +N/-S 0.00 ft Northing: 14354162.00 ft Latitude: 39 31 40.328 N
+E/-W 0.00 ft Easting : 1634186.00 ft Longitude: 111 1 19.589 W

Position Uncertainty: 0.00 ft

Wellpath: 1 Drilled From: Surface
Tie-on Depth: 0.00 ft

Current Datum: SITE Height 7702.00 ft Above System Datum: Mean Sea Level
Magnetic Data: 7/7/2010 Declination: 11.73 deg
Field Strength: 51982 uT Mag Dip Angle: 65.20 deg
Vertical Section: Depth From (TVD) +N/-S +El-W Direction

ft fl fl deg
0.00 0.00 0.00 215.51

Survey
MD Incl Azim TVD N/S E/W DLS VS >¾pN MapE Comment
ft deg deg ft ft ft deg/100ft ft ft ft

447.00 1.00 17.86 446.94 5.80 2 84 0.00 .6.37 1.43541e07 1634188.84 Tie On VES
501.00 1.00 24.90 500.94 6.68 3 18 0.23 ~7.28 1.43541e07 1634189.18 First Wit Svy
538.00 0.61 19.07 537.93 7.15 3 38 1.08 -7.79 1.43541e07 1634189.38
569.00 0.40 297.70 568.93 7.36 3 34 2.19 -7.93 1.43541007 1634189.34
600.00 1.00 231.75 599.93 7.24 3.03 2.95 -7.66 1.43541e07 1634189.03

631.00 1.81 231.00 630.92 6.77 2.44 2.61 -6.92 1.43541607 1634188.44
662.00 2.88 222.75 661.89 5.89 1.53 3.61 -5.68 1.43541e07 1634187.53
693.00 3.94 226.00 692.84 4.58 0.23 3.47 -3.86 1.43541e07 1634186.23
724.00 5.00 222.13 723.74 2.83 -1.44 3.55 -1.47 1.43541e07 1634184.56
755.00 6.13 223.63 754.60 0.63 -3.49 3.67 1.51 1.43541e07 1634182.51

786.00 7.00 220.63 785.39 -2.00 -5.86 3.02 5.03 1.43541e07 1634180.14
816.00 7.94 219.38 815.14 -4.99 -8.37 3,18 8.92 1.43541e07 1634177.63
847.00 9.00 217.50 845.80 -8.56

-11,20 3.53 13.48 1,43541e07 1634174.80
878.00 10.00 218.13 876.37 -12.61 -14,34 3,24 18.59 1.43541e07 1634171.66
909,00 10.94 218.13 906.86 -17.04 -17,82 3,03 24.22 1,43541e07 1634168.18

940.00 11.81 216.25 937.25 -21,91 -21.51 3.05 30,33 1.43541807 1634164.49
971.00 12.69 213.75 967,54 -27.30 -25.28 3.31 36,90 1.43541e07 1634160.72

1002.00 13.50 210.00 997.74 ~33.26 -28.98 3.79 43.91 1.43541e07 1634157.01
1035.00 14.75 208.63 1029.74 -40.29 -32.92 3.92 51.91 1.43541e07 1634153.07
1067.00 15.44 209.00 1060.63 -47.59 -36.93 2.18 60.19 1.43541807 1634149,05

1098.00 16.35 210.03 1090.45 -54.98 -41.12 3.07 68.63 1.43541e07 1634144.87
1130.00 17.00 210.75 1121.10 -62.89 45.76 2.13 77.78 1.43540e07 1634140.22
1161.00 18.13 212.63 1150.66 -70.85 -50.68 4.08 87.11 1.43540e07 1634135.30
1192.00 19.06 213.25 1180.04 -79.15 -56.06 3.07 96.99 1.43540807 1634129.92

RECEIVED September 28,
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conocoPhillips Weatherford International Ltd.
WFT Survey Report X & Y's Weatherlant

Company: ConocoPhillips Date: 9/15/2010 Time: 07 53 26 Page: 2
Field: Carbon Co, Utah (UTM Zone 12) Co-ordinate(NE) Refercacc: Well Utah #16-527D, True North
Site: Utah #16-527D Verlical (TVD) Reference: SITE 7702 0
Well: Utah #16-527D Section (VS) Reference: Well (0 0DN,0 00E,215 51Azi)
Welipath: 1 Survey Calculation Method: Minimum Curvature Db: Sybase

Survey
MD Incl Arim TVD N/S E/W DLS VS MapN MapE Comment

deg deg n t ft deg/100ñ R R R

1224.00 19.75 212.88 1210.22 -88.06 -61.86 2.19 107.61 1.43540607 1634124.12

1255.00 20.63 213.88 1239.32 -96.99 -67.75 3.05 118.30 1.43540e07 1634118.23
1287.00 21.50 214.25 1269.18 -106.52 -74.19 2.75 129.80 1.43540607 1634111.78
1318.00 22.56 214.75 1297.91 -116.10 -80.78 3.47 141.42 1.43540007 1634105.20
1350.00 23.56 215.25 1327.36 -126.37 -87.97 3.18 153.96 1.43540007 1634098.00
1381.00 24.38 215.63 1355.68 -136.63 -95.27 2.69 166.55 1.43540807 1634090.70

1413.00 25.06 215.75 1384.75 -147.49 -103.08 2.13 179.93 1.43540e07 1634082.89
1444.00 26.00 216.00 1412.72 -158.32 -110.91 3.05 193.29 1.43640e07 1634075,06
1476.00 27.19 216.25 1441.34 -169.89 -119.35 3.74 207.62 1.43539e07 1634066.61
1507.00 28.00 215.13 1468.81 -181.55 -127.73 3.10 221.98 1.43539e07 1634058.23
1539.00 28.88 214.75 1496.95 -194.05 -136.45 2.81 237.22 1.43539e07 1634049.50

1570.00 29.69 214.13 1523.99 -206.55 -145.03 2.79 252.38 1.43539e07 1634040.92
1664,00 30.19 212.25 1605.44 -245.81 -170,70 1.13 299.25 1.43539e07 1634015.24
1759.00 31.25 212.25 1687.11 -286.86 -196,60 1.12 347.70 1.43538e07 1633989.33
1853.00 31.69 212,88 1767.28 -328.21 -223,01 0.58 396.71 1.43538e07 1633962.90
1948.00 32.06 214.13 1847.96 -370.04 -250.71 0.80 446.84 1.43537e07 1633935.20

2042.00 32.45 214.79 1927.45 -411.40 -279.09 0.56 497.00 1.43537e07 1633906.80
2136.00 31.94 215.50 2007.00 -452.35 -307.92 0.68 547.08 1.43537e07 1633877.97
2231.00 30.93 217.06 2088.06 -492.30 -337.23 1.37 596.62 1.43536e07 1633848.65
2325.00 31.90 216.82 2168.28 -531.46 -366.67 1.04 645.60 1.43536e07 1633819.20
2420.00 32.50 217.83 2248.67 -571.71 -397.37 0.85 696.19 1.43535e07 1633788.49

2514,00 33.19 216.42 2327.64 -612.36 -428.13 1,10 747.15 1.43535e07 1633757.72
2608,00 33.07 215.82 2406.36 -653.86 -458.42 0.37 798.52 1.43535e07 1633727.42
2703.00 32.88 214.79 2486.06 -696.05 -488.30 0.62 850.23 1.43534607 1633697.53
2797.00 31.49 214.61 2565.61 -737.22 -516.81 1.48 900.29 1.43534807 1633669.01
2892.00 31.01 215.02 2646.83 -777.68 -544.94 0.55 949.57 1.43533e07 1633640.87

2986,00 31,26 212.49 2727.29 -818.08 -571.94 1,42 998.14 1,43533607 1633613.86
3081.00 30,51 212.14 2808.82 -859,29 -598.01 0,81 1046.83 1,43533007 1633587.78
3175.00 29.98 213.80 2890.02 -899.02 -623.77 1.05 1094.12 1.43532e07 1633562.01
3271.00 30.87 216.58 2972.81 -938.73 -651.79 1.73 1142.73 1.43532e07 1633533.98
3365.00 30.90 217.22 3053.48 -977.31 -680.76 0.35 1190.96 1.43531e07 1633505.00

3460.00 30.36 217.46 3135.22 -1015.79 -710.12 0.58 1239.34 1.43531e07 1633475.63
3554.00 30.87 217.66 3216.12 -1053.74 -739.30 0.55 1287.18 1,43531eO7 1633446.44
3649.00 31.48 217.89 3297.40 -1092.61 -769.42 0.65 1336.32 1.43530e07 1633416.31
3743.00 31.69 218.57 3377.48 -1131.29 -799.89 0.44 1385.50 1.43530e07 1633385.83
3837.00 32.08 214.68 3457,30 -1171.12 -829.49 2.22 1435.12 1.43529e07 1633356.22

3900.00 31.30 213.39 3510.91 -1198.54 -848.02 1.64 1468.20 1.43529e07 1633337.69
3932.00 30.64 213.53 3538.34 -1212.28 -857.10 2.07 1484.65 1.43529e07 1633328.61
3963.00 29.40 213.07 3565.19 -1225.24

-865.61 4.07 1500.15 1.43529e07 1633320.09
3995.00 28.68 213.34 3593.16 -1238.24 -874.12 2.29 1515.67 1.43529007 1633311.58
4026.00 27.63 213.36 3620.49 -1250.46 -882.16 3.39 1530.29 1.43529e07 1633303.53

4121.00 25.88 216.93 3705.33 -1285.44 -906.73 2.50 1573.04 1.43528907 1633278.95
4215.00 24.15 215.71 3790.51 -1317.45 -930.29 1.92 1612.78 1.43528807 1633255,39
4311.00 22.00 211,28 3878,83 -1348.77 -951,09 2.88 1650.35 1.43528eO7 1633234.58
4406.00 19.15 209.41 3967,76 -1377,56 -967.98 3.08 1683.60 1.43527e07 1633217.68
4500,00 15.54 213.11 4057,47 -1401.55 -982.44 4.01 1711.52 1.43527e07 1633203.22

4594.00 12.08 221.70 4148.75 -1419.44 -995.86 4.27 1733.89 1.43527e07 1633189.79
4689.00 10.16 217.20 4241.96 -1433.54 -1007.54 2.22 1752.15 1.43527eO7 1633178.10
4783.00 10.47 222.54 4334.45 -1446,44 -1018.33 1.07 1768.91 1.43527eO7 1633167.31
4876.00 10.67 223.07 4425.87 -1458.95 -1029.92 0.24 1785.84 1.43527eO7 1633155.72
4970.00 9.44 219.43 4518.42 -1471.27 -1040.76 1,47 1802.15 1.43526e07 1633144.88

5064.00 8.89 218.78 4611.22 -1482.88 -1050.21 0.60 1817.10 1.43526e07 1633135.43

RECEIVED September 28,
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conocorops Weatherford International Ltd. Ÿ
WFT Survey Report X & Y's Weatherfent

Company: ConocoPhdps T)ate: 9/15/2010 Time: 07:53:26 Page: 3
Field: Carbon Co. Utah (UTM Zonc 12) Co-ortlinate(NE) Reference: Well Utah #16-5270 True Närth
Site: Utah #16-527D Vertical (TVD) Referenec: SH E 7702.0
Weli: Utah #16-527D Section (VS) Reference: Well (0.00N,0.00E,215.51A 1)
Weltpath: 1 Survey Calenlation Metherl: Minimum Curvalute DL: Sybase

Survey
MD Incl Azim TVD N/S E/W DLS VS MapN MapE Comment

ft deg deg ft ft ft deg/100ft ft ft ft

5159.00 9.61 216.60 4704.99 -1494.97 -1059.53 0.84 1832.35 1.43526e07 1633126.10
5201.00 9.67 216.01 4746.39 -1500.64 -1063,70 0.28 1839,39 1,43526e07 1633121.93 Last Wft Svy
5252.00 9.67 216.01 4796.67 -1507.57

-1068.74 0.00 1847.95 1,43526e07 1633116.89 Proj. To Bit

Annotation
MD TVD
ft it

447.00 446.94 Tie On VES
501.00 500.94 Fírst Wft Svy

5201.00 4746.39 Last Wit Svy
5252.00 4796.67 Proj. To Bit

RECEIVED September 28,
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API Well No: 43007500320000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 ML 46105 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 DRUNKARDS WASH 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 Utah 16-527D 

2. NAME OF OPERATOR:
 CONOCOPHILLIPS COMPANY

9. API NUMBER:
 43007500320000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 P.O. Box 51810 , Midland, TX, 79710 1810 432 688-6943  Ext 

9. FIELD and POOL or WILDCAT:
 DRUNKARDS WASH 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0160 FSL 0231 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SESE Section: 09 Township: 15.0S Range: 08.0E Meridian: S

COUNTY:
 CARBON 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

11/15/2010

   SUBSEQUENT REPORT
Date of Work Completion:

 

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: Remedial Work 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Per our phone conversations and emails, ConocoPhillps Company respectfully
submits our plan to remediate the cement isolation above the water zone

encountered at 1685' during the drilling of the above well. The completion of
the Ferron formation will occur during the week of November 8-10, 2010 as
discussed. The cleanout of the well will occur on 11/15/2010 with remedial
work to follow: RU to pump into 9 5/8" x 5 1/2" annulus-establish injection

rate. Bulhead approximately 426 sxs 15 ppg Class G cmt w/retarders down 9
5/8" x 5 1/2" annulus from surface. WOC. Run CBL-establish isolation above

fluid flow to surface. Run production equipment-put well on production
(December). Rig up pressure gauge to 9 5/8" x 5 1/2" to monitor pressure for life of well. 

 

NAME (PLEASE PRINT) PHONE NUMBER 
 Donna Williams 432 688-6943

TITLE
 Sr. Regulatory Specialist

SIGNATURE
 N/A

DATE
 11/8/2010

November 08, 2010

November 10, 2010

iPI Well No: 43007500320000

FORM 9

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING LE E D5ESIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen e×isting wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. DRUNKARDS WASH

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well Utah 16-527D

2. NAME OF OPERATOR: 9. API NUMBER:
CONOCOPHILLIPS COMPANY 43007500320000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
P.O. Box 51810 , Midland, TX, 79710 1810 432 688-6943 Ext DRUNKARDS WASH

4.LOCATIONOFWELL COUNTY:
FOOTAGES AT SURFACE: CARBON

0160 FSL 0231 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SESE Section: 09 Township: 15.05 Range: 08.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

11/15/2010
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

O SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER: Remedial Work

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Per our phone conversations and emails, ConocoPhillps Company respectfully
submits our plan to remediate the cement isolation above the water zone Approved by the

encountered at 1685' during the drilling of the above well. The completion of Utah Division of
the Ferron formation will occur during the week of November 8-10, 2010 as Oil, Gas and Mining
discussed. The cleanout of the well will occur on 11/15/2010 with remedial
work to follow: RU to pump into 9 5/8" x 5 1/2" annulus-establish injectioDate: No

embef¯I¶,
2010

,

rate. Bulhead approximately 426 sxs 15 ppg Class G cmt w/retarders down 9
5/8" x 5 1/2" annulus from surface. WOC. Run CBL-establish isolation abogy:

fluid flow to surface. Run production equipment-put well on production
(December). Rig up pressure gauge to 9 5/8" x 5 1/2" to monitor pressure for life of well.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Donna Williams 432 688-6943 Sr. Regulatory Specialist

SIGNATURE DATE
N/A 11/8/2010

RECEIVED November 08,



API Well No: 43007500320000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 ML 46105 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 DRUNKARDS WASH 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 UTAH 16-527D 

2. NAME OF OPERATOR:
 CONOCOPHILLIPS COMPANY

9. API NUMBER:
 43007500320000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 P.O. Box 51810 , Midland, TX, 79710 1810 432 688-6943  Ext 

9. FIELD and POOL or WILDCAT:
 DRUNKARDS WASH 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0160 FSL 0231 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SESE Section: 09 Township: 15.0S Range: 08.0E Meridian: S

COUNTY:
 CARBON 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

   SUBSEQUENT REPORT
Date of Work Completion:

1/19/2011

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: First Sales 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The above well had first sales on January 19, 2011. The well is making 159
mcf and 128 bbls water. 

 

NAME (PLEASE PRINT) PHONE NUMBER 
 Donna Williams 432 688-6943

TITLE
 Sr. Regulatory Specialist

SIGNATURE
 N/A

DATE
 1/27/2011

January 27, 2011

01/27/2011

iPI Well No: 43007500320000

FORM 9

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING LE E D5ESIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen e×isting wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. DRUNKARDS WASH

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well UTAH 16-527D

2. NAME OF OPERATOR: 9. API NUMBER:
CONOCOPHILLIPS COMPANY 43007500320000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
P.O. Box 51810 , Midland, TX, 79710 1810 432 688-6943 Ext DRUNKARDS WASH

4.LOCATIONOFWELL COUNTY:
FOOTAGES AT SURFACE: CARBON

0160 FSL 0231 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SESE Section: 09 Township: 15.05 Range: 08.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDat
of

WENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

1/19/2011 OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

sPuD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

O DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER: First Sales

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above well had first sales on January 19, 2011. The well is making 159
mcf and 128 bbls water. Accepted by the

Utah Division of
Oil, Gas and Mining

FOR REGORROINLY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Donna Williams 432 688-6943 Sr. Regulatory Specialist

SIGNATURE DATE
N/A 1/27/2011

RECEIVED January 27,



\PI Well No: 43007500320000 ,

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
DIVISION OF OIL, GAS, AND MINING ESIGNATIONANDSERIALNUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. DRUNKARDS WASH

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well Utah 16-527D

2. NAME OF OPERATOR: 9. API NUMBER:
CONOCOPHILLIPS COMPANY 43007500320000

3. ADDRESSOF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
P.O. Box 51810 , Midland, TX, 79710 1810 432 688-6943 Ext DRUNKARDS WASH

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: CARBON

0160 FSL 0231 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:Qtr/Qtr:SESE Section: 09 Township: 15.05 Range: 08.0E Meridian: 5 UTAH

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE ALTER CASING CASING REPAIR

O NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

O CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDat
o rk

omOp
etion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

9/17/2010 OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

O SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

O TUBING REPAIR VENT OR FLARE WATER DISPOSAL

O DRILLINGpREPORT,,
WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

O WILDCAT WELL DETERMINATION OTHER OTHER: Directional Drill

12. DESCRIBE PROPOSED OR Ct MPLETED OPERATIONS. Clearly show aH pertinent detaHs including dates, depths, volumes, etc.

The above well drilled to a total depth of 5252' MD. At this depth, the
bottomhole location is 1347.03 FNL & 1299.76 FEL (SENE) of Section

16-155-8E. The certified directional survey is attached.

RECEIVED
SEP2 8 2010

ON.0FOIL,GAS&MINING

NAME (PLEASE PRINT) PHONE NUMBER i TITLE
Donna Williams 432 688-6943 \ Sr. Regulatory Specialist

SIGNATURE ! DATE
N/A i 9/28/2010

RECEIVED September 28,



VES
VAUGHN ENEROY

State ofColorado
county . .

Gadleid

i Ganÿ Fowler cerfífÿthat I am employedby Vaughn Energy Services. That i did on the day(a)
of 94i-10/9-6-10thmugh 9-5-10/94-1Goonductor supervise the takingof a HAGyro survey from a
depth of 0 faët toa depth of 447 feet; that the data is true,correct, completeattu
Within the Ilmitationsof thetoolas set forín by Vaughn Energy Services, thatl am authorized and qualifed
to makethis report; that this survey was cunducted et the at the requestof Genoco Phnlips for the

Utah. Well# 16-527D API# 43-00750032 in Carbon County, Utah
and thatI have rõVieived thisreportand find that itconformsto the principieuundprocedures as set forih by
Vaughn Energy Services

Servioe Technician
Vaughn.EnergyServices

RECEIVED September 28,



Company: Conoco/Phillips
Lease/Well: Utah/16-527D

Rig Name: H&P275
State/County: Utah/Carbon

omommxca Latitude: 39.52
GRID North is 0.31 Degrees East of True North

VS-Azl:0.00 Degrees

Depth Reference : KB = 25 FEET

DRILLOGMS GYROSURVEYCALCULATIONS
Filename: runn1-01.ut

Minimum Curvatum Method
Report Date/Time: 9/21/2010/ 15:59

Vaughn Energy Services
Rifle, Colorado
970-456-2071

Surveyor: Garry Fowler
Utah 16-527D

Measured Inci Drift Vertical Closure Closure Dogleg
Depth Angle Direction TVD +l&S +El-W Section Distance Direction Severity

FT Deg Deg FT FT FT FT FT Dag Deg/100

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 **"

100,00 0,78 48.40 100.00 0.47 0.49 0.47 0.08 40.40 0,78
200.00 1.15 42.63 199.98 1.68 1.67 1.68 2.36 44.80 0.38
295.00 1.00 2.32 294.97 3.21 2.34 3.21 3.97 36.17 0.79

rn 385.00 1.00 12.78 384.95 4.76 2.55 4.76 5AO 28.19 0.20

o 447,00 1.00 17.86 446.94 5.80 2.84 5.80 6A6 26.06 0.14

Page 1 of 1



Weatherlorf
Evaluation, Drilling & Intervention

10000 West County Rd. 116
P.O. Box 61028

Midland, TX USA 79711
Tel. (432) 561-8892 Fax (432) 561-8895

STATE OF UTAH
COUNTY OF CARBON

I, Jesse Coves certify that I am employed by Precision Energy

Services, Inc., a Weatherford Company, and on the days of 09/03/2010

through 09/15/2010 , I did conduct, or supervise the taking of a

Measurement While Drilling surveyfrom a depth of 501 fLto a depth of

5201 ft., thatthe data is true, correct, complete, and within the limitations of the tool as

set forthby Weatherford; that I am authorized and qualified to make this report, thatthis
survey was conducted at the request of ConocoPhillips for the
Utah #16-527D well, in Carbon County, Utah; and fmd that it

conforms to the principles and procedures as set forth by Weatherford.

Sincerely,

Jesse Aguilar
MWD Ops. Coordinator

RECEIVED September 28,



conocoPhillips Weatherford International Ltd.
WFT Survey Report X & Y's ggg gig

Survey: WftSvy Start Date: 9/9/2010

Company: Weatherford International Ltd. Engineer: Russell W. Joyner
Tool: MWD;MWD- Standard Tied-to: User Defined

Fîeld: Carbon Co, Utah(UTMZone 12)

Map System:UniversalTransverse Mercator Map Zone: UTMZone 12, North 114W to 108W
Geo Datum: NAD27(Clarke 1866) Coordinate System: Well Cento
Sys Datum: Mean Sea Level GeomagneticModel: IGRF2010

Site: Utah #16-5270

Site Position: Northing: 14354162.00 ft Latitude: 39 31 40.328 N
From: Map Easting: 1634186-00 11 Longitude: 111 1 19.589 W
Position Uncertainty: 0.00 ft North Reference: True
Ground Level: 7678.00 ft Grid Convergence: -0.01 deg

Well: Utah #16-527D Slot Name:

We11Position: +N/-S 0.00 ft Northing: 14354162.00 ft Latitude: 39 31 40.328 N
+El-W 0.00 ft Easting: 1634186.00 ft Longitude: 111 1 19.589 W

Position Uncertainty: 0.00 ft

Welipath: 1 Drilled From: Stuface
Tie-on Depth: 0.00 ft

Current Datum: SITE Height 7702.00 ft AboveSystem Datum: Mean Sea Level
MagneticData: 7/7/2010 Declination: 11.73 deg
Field Strength: 51982 uT MagDip Angle: . 65.20 deg
Vertical Section: Depth From (TVD) +N/-S +E/-W Direction

ft A A deg
0.00 0.00 0.00 215.51

Survey

MM---MERRERR¾i
447.00 1.00 17.86 446.94 5.80 2.84 0.00 -6.37 1.43541e07 1634188.84 Tie On VES
501.00 1.00 24.90 500.94 6.68 3.18 0.23 -7.28 1.43541e07 1634189.18 First WitSvy
538.00 0.61 19.07 537.93 7.15 3.38 1.08 -7.79 1.43541007 1634189.38
569.00 0.40 297.70 568.93 7.36 3.34 2.19 -7.93 1.43541e07 1634189.34
600.00 1.00 231.75 599.93 7.24 3.03 2.95 .

-7.66 1.43541e07 1634189.03

631.00 1.81 231.00 630.92 6.77 2.44 2.61 -6.92 1.43541e07 1634188.44
662.00 2.88 222.75 661.89 5.89 1.53 3.61 -5-68 1.43541e07 1634187.53
693.00 3.94 226.00 692.84 4.58 0.23 3.47 -3.86 1.43541e07 1634186.23
724.00 5.00 222.13 723.74 2.83 -1.44 3.55 -1.47 1.43541e07 1634184.56
755.00 6.13 223.63 754.60 0.63 -3.49 3.67 1.51 1.43541e07 1634182,51

786.00 7.00 220.63 785,39 -2.00 -5.86 3.02 5.03 1.43541e07 1634180.14
816.00 7.94 219.38 815.14 -4.99 -8.37 3.18 8.92 1.43541eD7 1634177.63
847.00 9.00 217.50 845.80 -8.56 -11.20 3.53 13.48 1.43541e07 1634174.80
878.00 10.00 218.13 876.37 -12.61 -14.34 324 18.59 1.43541eD7 1634171.66
909.00 10.94 218.13 906.86 -17.04 -17.82 3.03 24.22 1,43541607 1634168.18

940,00 11.81 216.25 937.25 -21.91 -21.51 3.05 30.33 1.43541e07 1634164.49
971.00 12.69 213.75 967.54 -27.30 -25.28 3.31 36.90 1.43541e07 1634160.72

1002.00 13.50 210.00 997.74 -33.26 -28.98 3.79 43.91 1.43541e07 1634157.01
1035.00 14.75 208.63 1029.74 40.29 -32.92 3.92 51.91 1.43541e07 1634153.07
1067.00 15.44 209.00 1060.63 47.59 -36.93 2.18 60.19 1.43541807 1634149,05

1098.00 16.35 210.03 1090.45 -54.98 -41,12 3.07 68.63 1.43541e07 1634144.87
1130.00 17.00 210.75 1121.10 -82.89 -45.76 2.13 77.78 1,43540e07 1634140.22
1161.00 18,13 212.63 1150.66 -70.85 -50.68 4.08 87,11 1,43540007 1634135.30
1192.00 19.06 213.25 1180.04 -79-15 -56.06 3.07 96.99 1.43540007 1634129.92

RECEIVED September 28,



ConocoPhillips Weatherford International Ltd. Ÿ
WFT Survey Report X & Y's ggg

Survey

1224.00 19.75 212.88 1210.22 48.06 -61.86 2.19 107.61 1.43540e07 1634124.12

1255.00 20,63 213.88 1239.32 -96.99 -67.75 3.05 118.30 1.43540e07 1634118.23
1287.00 21.50 214.25 1269.18 -106.52 -74.19 2.75 129.80 1.43540e07 1634111.78
1318.00 22.56 214.75 1297.91 -116.10 -80.78 3.47 141.42 1.43540e07 1634105.20
1360.00 23.56 215.25 1327.36 -126.37 -87.97 3.18 153.96 1.43540e07 1634098.00
1381.00 24.38 215.63 1355.68 -136.63 -95.27 2.69 166.55 1.43540e07 1634090.70

1413.00 25.06 215.75 1384.75 -147.49 -103.08 2.13 179.93 1.43540e07 1634082.89
1444.00 26.00 216.00 1412.72 -158.32 -110.91 3.05 193.29 1.43640807 1634075.06
1476.00 27.19 216.25 1441.34 -169.89 -119.35 3.74 207.62 1.43539e07 1634066.61
1507.00 28.00 215.13 1468.81 -181.65 -127.73 3.10 221.98 1.43639e07 163405823
1539.00 28.88 214.75 1496.95 -194.05 -136.45 2.81 23722 1.43539e07 1634049.50

1570.00 29.69 214.13 1523.99 -206.65 -145.03 2.79 252.38 1.43539e07 1834040.92
1664.00 30.19 212.25 1605.44 -245,81 -170.70 1.13 299.25 1,43539e07 1634015.24
1759.00 3L25 21225 1687.11 -286.86

-196.60 1.12 347,70 1.43538e07 1633989.33
1853.00 31.69 212,88 1767.28 -32821 -223.01 0.58 396.71 1.43538e07 1633962,90
1948.00 32,06 214.13 1847.96 -370.04 -250.71 0.80 446,84 1.43537e07 1633935.20

2042.00 32.45 214.79 1927.45 -411.40 -279.09 0.56 497.00 1.43537e07 1633906.80
2136.00 31.94 215.50 2007.00 -452.35 -307.92 0.68 547.08 1,43537e07 1633877.97
2231.00 30.93 217.06 2088.06 -492.30 -337.23 1.37 596.62 1.43536e07 1633848.65
2325.00 31.90 216,82 2168.28 -531.46 -366.67 1.04 645.60 1.43536e07 1633819.20
2420.00 -32.50 217.83 2248.67 -571.71 -397.37 0,85 696.19 1.43535e07 1633788.49

2514.00 33.19 216.42 2327.64 -612.36 428.13 1.10 747.15 1.43535e07 1633757.72
2608.00 33.07 215.82 2406.36 -653.86 -458.42 0.37 798.52 1.43535e07 1633727.42
2703.00 32.88 214.79 2486.06 -696.05 488.30 0.62 850.23 1.43534e07 1633697.53
2797.00 31.49 214.61 2565.61 -737.22 -516.81 1.48 900.29 1.43534eO7 1633669.01
2892.00 31.01 215.02 2646.83 -777.68 -544.94 0.55 . 949.57 1.43533e07 1633640.87

2986.00 31.26 212.49 2727.29 -818.08 -571.94 1.42 998.14 1.43533eO7 1633613.86
3081.00 30.51 212.14 2808.82 -859.29 -598.01 0.81 1046.83 1.43533607 1633587.78
3175.00 29.98 213.80 2890.02 -899.02 -623.77 1.05 1094.12 1.43532e07 1633562.01
3271.00 30.87 216.58 2972.81 -938.73 -651.79 1.73 1142.73 1.43532e07 1633533.98
3365.00 30.90 217,22 3053.48 -977.31 -680.76 0.35 1190.96 1.43531e07 1633505.00

3460.00 30.36 217.46 3135.22 -1015.79 -710.12 0.58 1239.34 1.43531e07 1633475.63
3554.00 30.B7 217.66 3216.12 -1053.74 -739.30 0.55 1287.18 1,43531e07 1633446.44
3649.00 31.48 217.89 3297.40 -1092.61 -769.42 0.65 1336.32 1.43530007 1633416.31
3743.00 31.69 218.57 3377.48 -113119 -799.89 0,44 1385.50 1,43530e07 1633385.83
3837.00 32.08 214.68 3457.30 -1171.12 -829.49 2.22 1435.12 1.43529e07 1633356.22

3900.00 31.30 213.39 3510.91 -1198.54 -848.02 1.64 1468.20 1.43529e07 1633337.69
3932.00 30.64 213.53 3538.34 -121228 -857.10 2.07 1484.65 1.43529e07 1633328.61
3963.00 29.40 213.07 3565.19 -122524 -865.61 4.07 1500.15 1.43529e07 1633320.09
3995.00 28.68 213.34 3593.16 -123824 -874.12 2.29 1515.67 1.43529e07 1633311.58
4026.00 27.63 213.36 3620.49 -1250.46 -882.16 3.39 1530.29 1.43529e07 1633303.53

4121.00 25.88 216.93 3705.33 -1285.44 -906.73 2.50 1573.04 1.43528eC7 1633278.95
4215.00 24.15 215.71 3790.51 -1317.45 -930.29 1.92 1612.78 1.43528e07 1633255.39
4311.00 22.00 211.28 3878.83 -1348.77 -951.09 2.88 1650.35 1.43528eO7 1633234.58
4406.00 19.15 209.41 3967.76 -1377.56 -967.98 3.08 1683.60 1.43527e07 1633217.68
4500.00 15.54 213.11 4057.47 -1401.55 -982.44 4.01 1711.52 1.43527e07 1833203.22

4594.00 12.08 221.70 4148.75 -1419.44 -995.86 4,27 1733.89 1,43527e07 1633189.79
4689.00 10.16 217.20 4241.96 -1433.54 -1007.54 2.22 1752.15 1.43527e07 1633178.10
4783.00 10.47 222.54 4334.45 -1446,44 -1018.33 1,07 1768,91 1,43527e07 1633167.31
4876.00 10.67 223.07 4425.87 -1458.95 -1029.92 0.24 1785.84 1,43527eO7 1633155.72
4970.00 9.44 219.43 4518.42 -1471.27 -1040.76 1.47 1802.15 1.43526e07 1633144.88

5064.00 8.89 218.78 4611.22 -1482.88 -105021 0.60 1817.10 1.43526e07 1633135.43

RECEIVED September 28,



conocoPhillips Weatherford International Ltd. Ÿ
WFT Survey Report X & Y's Weatherfont

Survey

5159,00 9.61 216.60 4704,99 -1494.97 -1059.53 0.84 1832.35 1.43526e07 1633126.10
5201,00 9.67 216.01 4746,39 -1500.64 -1063,70 0.28 1839.39 1,43526e07 1633121.93 Last Wft Svy
5252.00 9.67 216.01 4796.67 -1507.57

-1068.74 0.00 1847,95 1.43526e07 1633116.89 Proj. To Bit

Annotation

MERWW--M
447.00 446.94 Tie On VES
501.00 500.94 FirstWRSvy

5201.00 4746.39 Last WftSvy
5252.00 4796.67 Pro). To Sit

RECEIVED September 28,





O
STATE OF UTAH AMENDED REPORT O FORM 8

DEPARTMENT OF NATURAL RESOURCES (highlight changes)
DIVISION OF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

ML46105
6. 1F INDIAN,ALLOTTEE OR TRIBE NAME

WELL COMPLETION OR RECOMPLETION REPORT AND LOG N/A
1a. TYPE OF WELL: OIL GAS DRY OTHER

7. UNIT or CA AGREEMENT NAME
WELL WELL Drunkards Wash

b. TYPE OF WORK 8. WELL NAME and NUMBER:

L
HO Z. NEEP-

RY
FS

. OTHER Utah 16-527D

2. NAME OF OPERATOR: 9. API NUMBER:

ConocoPhillips Company 4300750032
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10 FIELD AND POOL, OR WILDCAT

P.O. Box 51810 etw Midland STATE TX zlP 79710 (432) 688-6943 Drunkards Wash
4. LOCATION OF WELL (FOOTAGES) 11. QTR/QTR, SECTION, TOWNSHIP, RANGE,

MERIDIAN
AT SURFACE: 160 FSL & 231 FEL (SESE) 9-15S-8E

SESE 9 15S 8E
AT TOP PRODUCING NTERVAL REPORTED BELOW

12. COUNTY 13. STATE
ATTOTALDEPTH 1347.03 FNL & 1299.76 FEL {SENE) 16-15S-Si Carbon UTAH

14. DATE SPUDDED: 15. DATE T D. REACHED: 16. DATE COMPLETED: - 17. ELEVATIONS (DF, RKB, RT, GL):

7!30/2010 9/17/2010 ižÏÑžÒà0 ABANDONED READYTO PRODUCE 2 7676.4 GL
18. TOTAL DEPTH: MD 5,252 19. PLUG BACKT.D.: MD 5.192 20. IF MULTIPLE COMPLETIONS, HOW MANY? * 21. DEPTH BRIDGE MD

PLUG SET:
TVD 4.79¾ Tvo gy3g Tvo

22. TYPE ELECTRIC AND OTHER MECHANICAL LOGS RUN (Submit copy of each) 23.

WAS WELL CORED? NO YES (SubmËanalysis)
Attached C.AL y;cet gy WAS DST RUN? NO YES (Submit report)

DIRECTIONAL SURVEY? NO YES (Submit copy)

24. CASING AND UNER RECORD (Report all strings set in welI}

HOLE SlZE SIZE/GRADE WElGHT (#/ft.) TOP (MD) BOTTOM (MD) STAGEDCEMENTER CNEMEONF
S

CKES VOLSUœM
BBL) CEMENT TOP ** AMOUNT PULLED

20" 16# Cond 0 80 yds 7 Surface
12 1/4" 9 5/8 36# 0 474 sxs 426 Surface
8 1/2" 5 1/2 17# 0 5,240 sxs 795 616

25. TUBING RECORD

S1ZE DEPTH SET (MD) PACKER SET (MD) SlZE DEPTH SET(MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

2 3/8" 5,066
26. PRODUCING INTERVALS 27. PERFORATION RECORD

FORMATION NAME TOP (MD) BOTTOM (MD) TOP (lVD) BOTTOM (TVD) INTERVAL(Top/Bot - MD) SIZE NO. HOLES PERFORATION STATUS

(A) Ferron 4,728 4,931 4,728 4.931 open 7] Squeezed

(B) Open Squeezed

(C) Open Squeezed

(D) Open Squeezed

28. ACID, FRACTURE, TREATMENT, CEMENT SQUEEZE, ETC.

DEPTH INTERVAL AMOUNT AND TYPE OF MATERIAL

47284931 A w/1000 gls 15% HCl. F w/157607#20/40 Ottawa sand in delta 140 x link gel

29. ENCLOSED ATTACHMENTS: 30. WELL STATUS:

ELECTRICAUMECHANICAL LOGS GEOLOGIC REPORT DST REPORT DIRECTIONAL SURVEY

SUNDRY NOTICE FOR PLUGGING AND CEMENT VERIFICATION CORE ANALYSIS OTHER RECDVED

(5/2000) (CONTINUED ON BACK)

DEOFOIL,GAS&



31. INITlAL PRODUCTION INTERVAL A (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL- BBL: GAS - MCF: WATER - BBL: PROD, METHOD:

1/19/2011 1/19/2011 24 RATES: 0 159 128 Pump
CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU-GAS GAS/OIL RATIO 24 HR PRODUCTION OIL- BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:

RATES: 0 169 128 Open
INTERVAL B (As shown in item #28)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL- BBL: GAS- MCF: WATER - BBL: PROD. METHOD:
RATES:

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU- GAS GAS/OIL RATIO 24 HR PRODUCTION OIL- BBL: GAS- MCF: WATER - BBL: INTERVALSTATUS:
RATES:

INTERVAL C (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL- BBL: GAS- MCF: WATER - BBL: PROD. METHOD:
RATES:

CHOKE SlZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GAS/OIL RATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:
RATES: -+

INTERVAL D (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL- BBL: GAS - MCF: WATER - BBL: PROD. METHOD:
RATES: ->

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU- GAS GAS/OIL RATIO 24 HR PRODUCTION OIL- BBL: GAS- MCF: WATER - BBL: INTERVALSTATUS:
RATES: -+

32. DISPOSITION OF GAS (Sold, Used for Fuel, Vented, Etc.)

Sold
33. SUMMARY OF POROUS ZONES (Include Aquifers): 34. FORMATION (Log) MARKERS:

Show all important zones of porosity and contents thereof Cored intervals and all drill-stem tests, including depth interval
tested, cushion used, time toolopen, flowing and shut in pressures and recoveries.

Formation Descriptions, Contents, etc. Name (Measu
edp

Depth)

Top Bluegate 4,564
Green Shale 4,655
Top Ferron 4,719
Top Lower Ferron 4,937
Lower Tunuck Bentonite 5,164

35. ADDITlONAL REMARKS (Include plugging procedure)

Perfs: 4728-32, 4738-46, 4758-61, 4768-71, 4780-90, 4796-98, 4806-09, 4844-52, 4858-64, 4883-89, 4906-16, & 4929-31

36. I hereby certify that the foreg mg n ttached information is complete and correct as determined from all available records.

NAME (PLEASE PRI DO na Wil iarns TITLE Sr. Regulatory Advisor

SIGNATURE DATE 3/4/2011

This report must be submitted within 30 days of
• completing or plugging a new well • reentering a previously plugged and abandoned well
• drilling horizontal laterals from an existing well bore • significantly deepening an existing well bore below the previous bottom-hole depth
• recompleting to a different producing formation • drilling hydrocarbon exploratory holes, such as core samples and stratigraphic tests

* ITEM 20: Show the number of completions if production is measured separately from two or more formations.

** ITEM24: Cement Top -Show how reported top(s) of cement were determined (circulated (CIR), calculated (CAL), cement bond log (CBL), temperature survey (TS))

Send to: Utah Division of Oil, Gas and Mining Phone: 801-538-5340
1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801



STATE OF UTAH FORM 6
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS AND MINING

ENTITYACTION FORM

Operator: ConocoPhillips Company Ooerator Account Number: N ÑË
Address: P.O. Box 51810 RECEiVED

city Midland ÑAÑ$Û2Ûll
state I zip 79710

DIV.0FOIL,GAS&ÌÑGNumber: (432) 688-6943

Well 1

API Number Well Name QQ Sec Twp Rng County
4300750031 USA 9-670D SESE 9 15S 8E Carbon

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

17723 | 7) § 12/3/2010
Comments:

Well 2

API Number Well Name QQ Sec Twp Rng County
4300750032 Utah 16-527D SESE 9 15S 8E Carbon

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

17724 17724 12/6/2010
Comments:

weil3PI
Number Well Name QQ Sec Twp Rng County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

ACTION CODES:
A - Establish new entity for new well (single well only) Donn Willi s
B - Add new well to existing entity (groupor unit well) N me ( lease nt)
C - Re-assign well from one existing entity to another existing entity
D - Re-assign well from one existing entity to a neR EIVED 6 ""'"
E - Other (Explain in 'comments' section) Sr. Regulatory Advisor 3/24/2011

MAR3 O2011 Title Date

(5/2000)

OlV.0FOIL,GAS&



$ s United States Department of the Interior

BUREAU OF LAND MANAGEMENT TAKE PRtDE'
CH 3 Utah State Office '"AM ERICA

P.O. Box 45155
Salt Lake City, UT 84145-0155

http://www.blm.gov/ut/st/en.html

INREPLYREFERTO:

i j ggg RECEIVED3160 -- UTU67921X
(UT922100)

AŸRI 3 ŽÛl2

ConocoPhillips Company DN.OFOIL,GAS&MINING
3300 North "A" Street, Bldg. 6
Midland, TX 79705
Attn: Stephane A. Temple

Re: Non-Paying Well Determinations
Drunkards Wash Unit, Carbon County, Utah

Dear Ms. Temple:

Pursuant to your request of March 1, 2012, it has been determined by this office that under existing
conditions the following wells are not capable of producing unitized substances in paying quantities as
defined in Section 9 of the unit agreement:

API No. Well No. Bottom Hole Location Completion Lease
Date

4300731454 3-795D NW¼NW¼ Sec. 3 Tl5S R8E 06/08/2009 UTU61155
4300731446 34-793 NW¼SW¼ Sec. 34 T14S R8E 06/09/2009 UTU61154
4300750031 9-670D NW¼SE¼ Sec. 9 Tl5S R8E 12/03/2010 UTU78408
4300750032 16-527D SE¼NE¼ Sec. 16 Tl5S R8E 12/06/2010 STATE

All past and future production from these wells shall be handled and reported on a lease basis.

As stated in our letter dated January 13, 2012, all legal subdivisions of lands (i.e., 40 acres by
Government survey or its nearest lot or tract equivalent; in instances of irregular surveys, unusually large
lots or tracts shall be considered in multiples of 40 acres or the nearest aliquot equivalent thereof), not
within the Consolidated Ferron Formation Participating Area "A, C, D", UTU67921F, were eliminated
automatically from the Drunkards Wash unit area, effective January 1, 2012.

You are requested to submit to this office a description of the lands eliminated from the unit area and
promptly notify all parties of interest. Revised exhibits "A" and "B" should also be submitted showing
the lands remaining in the unit area. When doing so please do not renumber the tracts.

If you have any questions, please contact Mickey Coulthard ofthis office at (801) 539-4042.

S

Roger L. Bankert
Chief, Branch of



°"4
United States Department of the Interior ses-

o BUREAU OF LAND MANAGEMENT
Utah State Office

CH 31/ P.O. Box 45155
Salt Lake City, UT 84145-0155

http://www.b1m.gov/ut/st/en.html

IN REPLY REFER TO:
3180 (UTU67921X)
UT-922100

AUG0 2 2012

ConocoPhillips Company /l

c/o UnitSource Incorporated
11184 Huron Street, Suite 16
Denver, Colorado 80234

Re: Correction to
Automatic Contraction
Drunkards Wash Unit
Carbon County, Utah

Dear Mr. Woodroof:

On July 26, 2012, the BLM Utah State Officenotified ConocoPhillips Company, through UnitSource
Incorporated, of the approval of the automatic contraction for the Drunkards Wash Unit. The status
of leases in the decision was incorrect.

The correct lease status is as follows:

The following Federal Leases are entirely eliminated from the unit area:

UTU78408 UTU78409 UTU85138*
UTU79775 UTU78412

* Indicates non-committed lease

The following Federal Leases are partially eliminated from the unit area:

UTU60402 UTU61154 UTU61155 UTU72355

RECEtVED

DIVOFOlk GAS&
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